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Using the 




This chapter provides information that you 
should read before using this camera. 



This section contains important safety information. Read this section in 
its entirety before using your COOLP 1X995 or the software provided 
with your camera. 



Warnings and Cautions 

The symbols listed below are used in this guide and in other documentation to 
indicate warnings and cautions that should be read before use. 

A Warning 

This symbol is used to mark warnings that should be read before use to prevent 
possible injury. 

y Caution 

This symbol indicates where caution should be exercised to avoid damaging your 
Nikon product. 



Warnings 

To prevent injury, observe the following warnings when using your Nikon 
product. 

/j\ Do not look at the sun through the Viewfinder 

Viewing the sun or other strong light source through the Viewfinder could 
cause permanent visual impairment. 

A Turn off immediately in the event of malfunction 

Should you notice smoke or an unusual smell coming from the equipment or 
from the AC adapter (available separately), unplug the AC adapter and remove 
the battery immediately, taking care to avoid bums. Continued operation could 
result in injury. After removing the battery, take the equipment to a Nikon- 
authorized service center for inspection. 

A Do not use in the presence of flammable gas 

Do not use electronic equipment in the presence of flammable gas, as this 
could result in explosion or fire. 

A Do not place camera strap around neck 

Placing the camera strap around your neck could result in strangulation. 
Special care should be taken to avoid placing the strap around the neck of an 
infant or child. 

A Do not disassemble 

Touching the product's internal parts could result in injury. In the event of a 
malfunction, the product should be repaired only by a qualified technician. 
Should the product break open as the result of a fell or other accident, remove 
the battery and/or AC adapter and then take the product to a Nikon- 
authorized service center for inspection. 
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Far^XJT Safety-continued 



/j\ Observe proper precautions when handling the battery 

The battery may leak or explode if improperly handled. Observe the following 
precautions when handling the battery for use in this product: 

• Make sure the product is off before replacing the battery. If you are using the 
AC adapter, Make sure it is unplugged. 

• Use only the supplied rechargeable Nikon EN-ELI lithium-ion battery or a 6V 
2CR5 (DL245) lithium battery (available separately). 

• When inserting the battery, do not attempt to insert it upside down or 
backwards. 

• Do not short-circuit or disassemble the battery. 

• Do not expose the battery to flame or to excessive heat. 

• Do not immerse in or expose to water. 

• Do not transport or store with metal objects such as necklaces or hairpins. 

• The battery is prone to leakage when fully discharged. To avoid damage to 
the product, be sure to remove the battery when no charge remains. 

• When the battery is not in use, attach the terminal cover and store in a cool 
place. 

• Discontinue use immediately should you notice any changes in the battery, 
such as discoloration or deformation. 

A Use appropriate cables 

When connecting cables to the input and output jacks, use only the cables 
provided or sold by Nikon for the purpose, to maintain compliance with 
product regulations. 

A Keep out of reach of children 

Particular care should be taken to prevent infants from putting the battery or 
other small parts into their mouths. 

A Do not walk while looking through the Viewfinder 

Walking while looking through the camera's Viewfinder or color LCD monitor 
could result in a fall or other injury. 

A Removing memory cards 

Memory cards may become hot during use. Observe due caution when 
removing memory cards from the camera. 
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A CD-ROMs 

The CD-ROMs on which the software and manuals are distributed should not 
be played back on audio CD equipment. Playing CD-ROMs on an audio CD 
player could cause hearing loss or damage the equipment. 

A Observe caution when operating the flash 

Using the flash close to your subject's eyes could cause temporary visual 
impairment. 

A When using the viewfinder 

When operating the diopter adjustment dial with your eye to the Viewfinder, 
care should be taken not to put your finger in your eye accidentally. 



Cautions 

Observe the following precautions to ensure that you continue to get the most 
from your Nikon product. 

</ Keep dry 

This product is not waterproof, and may malfunction if immersed in water or 
exposed to high levels of humidity. 

y Keep free of salt; sand, and dust 

After using your camera at the beach or seaside, wipe off any sand or salt 
with a lightly dampened cloth and then dry your camera thoroughly. 

y Do not touch the lens with your fingers 

The proper procedure for cleaning the lens is described on page 165 of this 
document. 

J Handle the lens and all moving parts with care 

Do not apply force to the lens or to the battery, card, or connector covers. 
These parts are especially susceptible to damage. 

J Do not unplug the product or remove the battery while the 
product is on 

Do not unplug the product or remove the battery while the camera is on, or 
while images are being recorded or deleted from memory. Forcibly cutting 
power to the product in these circumstances could result in loss of data or in 
damage to the internal circuitry or memory. To prevent an accidental 
interruption of power, avoid carrying the product from one location to another 
while the AC adapter is connected. 



For \txr Safety 



y Do not drop 

The product may malfunction if subjected to strong shocks or vibration. Attach 
the strap (p. 40) and lens-cap cord and keep the strap around your wrist 
when carrying the camera. 

y Keep away from strong magnetic fields 

Do not use or store this device in the vicinity of equipment that produces 
strong electromagnetic radiation or magnetic fields. The magnetic fields 
produced by equipment such as radio transmitters or household television 
sets could interfere with the color monitor, damage data stored on the flash- 
memory card, or affect the product's internal circuitry. 

J Avoid sudden changes in temperature 

Sudden changes in temperature, such as occur when entering or leaving a 
heated building on a cold day, can cause condensation inside the device. To 
prevent condensation, place the device in its carrying case or a plastic bag 
before exposing it to sudden changes in temperature. 

/ Batteries 

When you turn the device on, check the battery-level displayed in the control 
panel to determine whether the battery needs to be replaced. The battery 
needs to be replaced when the battery-level indicator is flashing. 
The battery-level indicator may briefly show ea (battery fully charged) after 
an exhausted battery is reinserted in the camera. 

On cold days, the capacity of the battery tends to decrease. When taking 
pictures outside in cold weather, keep a warm spare battery on hand. 
Should the battery terminals become dirty, wipe them with a clean, dry cloth 
before use. 

</ Memory cards 

Observe the following precautions when handling CompactFlash™ memory 
cards: 

• Turn the power off before inserting or removing memory cards. Inserting or 
removing cards with the power on could render them unusable. 

• Insert memory cards as shown on page 36. Inserting cards upside down or 
backwards could damage the camera or the card. 
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Notice for customers in Canada 

CAUTION 

This Class B digital apparatus meets all requirements of the Canadian 

Interference Causing Equipment Regulations. 

ATTENTION 

Cet appareil numerique de la classe B respecte toutes les exigences du 
Reglement sur le materiel brouilleur du Canada. 



Nikon E995 



Tested To Comply 
With FCC Standards 



FOR HOME OR OFFICE USE 



Notice for customers in the U.S.A. 

Federal Communications Commission 
(FCC) Radio Frequency Interference 
Statement 

This equipment has been tested and 
found to comply with the limits for a 
Class B digital device, pursuant to Part 
15 of the FCC rules. 

These limits are designed to provide reasonable protection against harmful 
interference in a residential installation. This equipment generates, uses, and 
can radiate radio frequency energy and, if not installed and used in 
accordance with the instructions, may cause harmful interference to radio 
communications. However, there is no guarantee that interference will not 
occur in a particular installation. If this equipment does cause harmful 
interference to radio or television reception, which can be determined by 
turning the equipment off and on, the user is encouraged to try to correct 
the interference by one or more of the following measures: 

• Reorient or relocate the receiving antenna. 

• Increase the separation between the equipment and receiver. 

• Connect the equipment into an outlet on a circuit different from that to 
which the receiver is connected. 

• Consult the dealer or an experienced radio/television technician for help. 

CAUTIONS 

Modifications 

The FCC requires the user to be notified that any changes or modifications 
made to this device that are not expressly approved by Nikon Corporation 
may void the user's authority to operate the equipment. 

Interface Cables 

Use the interface cables sold or provided by Nikon for your equipment. 
Using other interface cables may exceed the limits of Class B Part 15 of the 
FCC rules. 

Nikon Inc. 

1300 Walt Whitman Road, Melville, New York 
11747-3064, U.S.A. 
Tel.: 631-547-4200 
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Notice Concerning Prohibition of Copying or 
Reproduction 

Note that simply being in possession of material that has been digitally 
copied or reproduced by means of a scanner, digital camera or other device 
may be punishable by law. 

Items prohibited by law from being copied or reproduced 

Do not copy or reproduce paper money, coins or securities, government 
bonds, or local government bonds, even if such copies or reproductions are 
stamped "Sample." 

The copying or reproduction of paper money, coins, or securities which are 
circulated in a foreign country is prohibited. 

Unless the prior permission of the government has been obtained, ttie 
copying or reproduction of unused postage stamps or post cards issued by 
the government is prohibited. 

The copying or reproduction of stamps issued by the government and of 
certified documents stipulated by law is prohibited. 

Cautions on certain copies and reproductions 

The government has issued cautions on copies or reproductions of 
securities issued by private companies (shares, bills, checks, gift certificates, 
etc.), commuter passes, or coupon tickets, except when a minimum of 
necessary copies are to be provided for business use by a company. Also, 
do not copy or reproduce passports issued by the government, licenses 
issued by public agencies and private groups, ID cards, or tickets, such as 
passes and meal coupons. 

Comply with copyright notices 

The copying or reproduction of copyrighted creative works such as books, 
music, paintings, woodcut prints, maps, drawings, movies and photographs 
is prohibited except when it is done for personal use at home or for similar 
restricted and non-commercial use. 
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Notices 

Concerning the Manuals Provided with This Product 

• Reproduction, in whole or in part, of any of the manuals provided with your 
Nikon product requires prior permission from Nikon. 

• The information contained in these manuals is subject to change without 
notice. 

• While Nikon has made every effort to produce perfect manuals, we 
appreciate any opportunity for improvement. Should you find any 
mistakes, we would be grateful if you were to kindly let us know. The 
address of Nikon's representative in your area is provided separately. 

Disclaimer of Liability 

• Nikon does not accept liability for damages resulting from the use of this 
product. 



A Note on Memory Cards 

Your digital camera uses CompactFlash flash-memory cards to store 
photographs. 

While any card conforming to CompactFlash specifications can be used, 
performance may vary depending on the make of card. Nikon CompactFlash 
memory cards are recommended. 



Trademark Information 

Apple, the Apple logo, Macintosh, and QuickTime are registered trademarks 
of Apple Computer, Inc. Finder, Macintosh PC Exchange, PowerMacintosh 
and PowerBook are trademarks of Apple Computer, Inc. IBM and IBM 
PC/AT are registered trademarks of International Business Machines 
Corporation. PowerPC is a trademark of International Business Machines 
Corporation, used under license. Microsoft is a registered trademark, and 
Windows, MS-Windows and Windows NT are trademarks, of Microsoft 
Corporation. Internet Explorer is a product of Microsoft Corporation. 
Pentium and i486 are trade-marks of Intel Corporation. Internet is a 
trademark of Digital Equipment Corporation. Netscape and Netscape 
Navigator are registered trademarks of Netscape Communications 
Corporation. CompactFlash is a trademark of SanDisk Corporation. Adobe 
and Acrobat are registered trademarks of Adobe Systems Inc. Zip is a 
registered trademark of Iomega Corporation in the U.S. and other countries. 
All other trade names mentioned in this manual or the other documentation 
provided with your Nikon product are trademarks or registered trademarks 
of their respective holders. 
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Thank you for purchasing the Nikon COOLP 1X995 digital camera — a 
camera that is sure to make photography a bigger part of your life. 
Get to know your COOLP 1X995 digital camera, and be sure to read this 
manual thoroughly before using it. We recommend that you keep this 
manual handy. 



Fast Track Guide 

In addition to taking first time users step- by-step through the process of setting up 
and using the camera, the printed Fast Track Guide gives a quick overview of 
camera settings. 

Take trial shots 

Take trial shots before shooting at important occasions like weddings or 
graduations. 

Have Nikon check your camera regularly 

Nikon recommends that you have your camera serviced by an authorized dealer or 
service center at least once every two years. 

Using your camera correctly 

The Nikon COOLPIX995's performance has been optimized for use with Nikon 
brand accessories. Accessories made by other manufacturers may not meet 
Nikon's criteria for specifications, and nonconforming accessories could damage 
the COOLPIX995's components. Nikon cannot guarantee the COOLPIX995's 
performance when it is used with other than Nikon brand accessories. 



Life-Long Learning 



As part of Nikon's "Life-Long Learning" commitment to ongoing product 
support and education, continually-updated information is available on-line at 
the following sites: 

• For users in the U.S.A.: http://www.nikonusa.com/ 

• For users in Europe: http://www.nikon-euro.com/ 

• For users in Asia, Oceania, the Middle East and Africa: 
http://www.nikon-asia.com/ 

Visit these sites to keep up-to-date with the latest product information and 
general advice on digital imaging and photography. 

For more information, please contact your nearest Nikon representative. 

http://www.nikon-image.com/eng/ 
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About This Manual 



This manual is organized in a progressive fashion from basic 
operations to more advanced operations so you get to know the 
camera better and better as you operate it following the instructions. 



BeTure Lfeincj the Camera 


This section includes information necessary before 
using this camera, such as precautions for safe 
use, nomenclature, a quick guide, a menu guide, 
etc. 


Preparation 


This section introduces necessary preparations 
such as installing the battery, inserting the CF 
memory card and making various camera settings 
before using the camera. 


Useful Mice on CCCLPIX 
Carrera Techriques 


This section introduces useful advice on 
COOLPIX camera techniques such as how to hold 
the camera and how to press the Shutter release 
button. 


Simple Shooting and 
Playback 


This section explains some aspects of simple 
"Point and Shoot" photography and simple 
playback operation. 






This section includes detailed explanations of 
shooting, playback and deletion of images. 


Advanced Operations 


This section provides complete descriptions of 
advanced camera operations. 


Using the Camera Menus 


This section gives detailed explanations of menu 
items in the Shooting and Playback modes. 


Connections 


This section describes connection to external 
devices such as TV sets or personal computers. 






This section covers optional accessories, trouble- 
shooting and specifications. 
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Nomenclah 




Inside rrerrary 
card slot co\/er 



22 23 



1 Viewfinder p. 16 

2 Red-eye reduction/Self-timer lamp 
p. 70/53 

3 Lens 

4 MONITOR button p. 46 

5 QUICK review button p. 51 

6 MENU button p. 92 

7 Control panel p. 16 

8 Mode dial p. 44 

9 Shutter release button p. 43 

10 MODE/FUNC (function) 1 button 
p. 64/130 

11 Exposure Compensation/FUNC 
(function) 2 button p. 71/131 

12 Command dial 

13 Video output connector/USB 
connector cover p. 155/157 

14 Zoom buttons p. 47 

15 Memory card slot cover p. 36 

16 Camera strap eyelets p. 40 




Memory card eject 
lever 

Inside video output 
connector/ USB 
connector cover 









To. 


1 






<- Video output 




connector 



USB connector 



Speedlight up 

H 



Flash sync 
sensor 



Photocell 



17 Speedlight lock-release lever p. 50 

18 Built-in Speedlight p. 50 

19 Focus mode/Manual focus/Delete 
button p. 61/81/77 

20 Flash mode/Sensitivity/Thumbnail 
button p. 69/72/55 

21 Image quality/Image size button 
p. 58/59 

22 Monitor p. 17 

23 Focus area/MuIti selector p. 111/44 
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Cpening Sync 
terminal cover 




1 DC- in connector cover p. 154 

2 Sync terminal p. 90 

3 Diopter adjustment dial p. 43 

4 Viewfinder eyepiece p. 16 

5 Red LED p. 16 



6 Green LED p. 16 

7 Swivel lock lever p. 106 

8 Tripod socket 

9 Battery chamber cover p. 30 

10 Battery chamber cover latch p. 30 



■ The following buttons have different functions in different 
modes: 

Refer to the figure on p. 14 for the location of each button. 



4 

MONITOR 
button 

MONITOR 

o 



5 

QUICK 
review button 

QUICK H 

a 



6 

MENU 
button 

MENU 

o 



12 

Command 
dial 



* Functions of buttons 19, 
20 and 21 on page 14 
differ in Shooting mode 
and Playback mode; these 
buttons are indicated as 
follows in this manual. 



Indication of functions in 
Playback mode 

Indication of combined 
operation with 
Command dial 

Indication of functions 
in Shooting mode 



14 

Zoom 
buttons 





19 

Indication in Focus mode 

Shooting mode button 



20 



Flash mode 
button 



21 

— . Image quality 
(QUAL ) button 



Indication in flJJ Delete button 

Playback mode ( j^g ) 



Q£ Thumbnail 
(7®) button 
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NomenclaltLl^— continued 



Control Panel 

(All indications are displayed in the illustration for easy reference.) 

3 1 , 4 

? , , 5 




JuB 0 0 0 
WjA DiSQl Q Ojjljjl 

0.0 0 

ceo a 



T \SLdw 
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1 Exposure mode p. 64 

2 White balance p. 95 

3 Manual focus p. 81 

4 ISO/Sensitivity p. 72 

5 Aperture/Shutter speed/Various 
numerical values* 

6 Focus mode/Self-timer p. 61/53 

7 Continuous shooting p. 99 



8 Exposure Compensation p. 71 

9 Number of exposures remaining/ 
Exposure condition/Image transfer 
indication p. 60/68/157 

10 Flash mode p. 69 

11 Image quality mode p. 58 

12 Image size p. 59 

13 Battery status indicator p. 31 

14 Metering mode p. 97 

* Displays numerical values such as shutter speed in Shutter-Priority Auto/Manual Exposure 
mode, aperture in Aperture- Priority Auto/Manual Exposure mode. Exposure Compensation 
value when Exposure Compensation is enabled, focus distance when using Manual focus or 
sensitivity depending upon the functions used. 

Viewfinder/LED 

"Parallax compensation marks for close-ups (macro) 



Autofocus brackets 




On: Flash ready 

Flashing (rapid): Flash recommended 

Flashing (slow): Flash charging 

On: In-focus (ready for shooting) 

Flashing (rapid): Focus cannot be achieved in 

autofocus operation 
(intermediate): Shooting photo 
(slow): Digital zoom 

(slow): 3 : 2 recording size 
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Monitor 

(in Shooting mode) 

1 User Setup Number*! p. 108 

2 Self-timer/Count down 
p. 53 

3 Zoom/Ultra HS p. 47/99 

4 Digital zoom magnification 
factor p. 63 

5 Clocks p. 33 

6 Focus distance when in 
Manual focus p. 81 

7 Flash mode p. 69 

8 Current Folder name* 3 p. 122 

9 Lens converter selection p. 106 

10 Best Shot Selector/Noise Reduction 
p. 102/117 

11 Exposure lock (Auto exposure lock/ 
White balance lock) p. 109 

12 Exposure bracketing/White balance 
bracketing p. 115/116 

13 Continuous shooting p. 99 

14 Battery power* 4 p. 31 

15 Spot exposure metering area/AF area 
p. 98/111 

16 Image sharpening p. 114 

17 White balance p. 95 

18 Sensitivity adjustment p. 72 

Monitor On Playback mode) 




22 23 24 25 26 27 



19 Image adjustmentyBlack-and-white 
p. 104/105 

20 Image size p. 59 

21 Image quality p. 58 

22 Metering mode p. 97 

23 Exposure mode p. 64 

24 Shutter speed p. 66 

25 Exposure meter p. 67 

26 Aperture p. 66 

27 Exposure Compensation/Exposure 
Compensation values p. 71 

28 Number of exposures remaining/ 
Movie duration p. 60/100 




*1 Not displayed when User Setting Number 1 
is set. 

*2 Flashes when date/time setting is not set. 



1 Image date p. 34 

2 Image time p. 34 

3 Image size p. 59 

4 Image quality p. 58 

5 Folder name p. 140 

6 File number p. 74 

7 Battery power** p. 31 

8 Auto transfer p. 146 

9 Print-order selection p. 144 

10 Protect on p. 142 

11 Frame number of displayed 
image p. 74 

*3 Not displayed when folder name is set to 
NIKON. 

*4 Not displayed when battery power is 
sufficient. 
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QLick GLide 



This section will rapidly guide you through the first steps, from setting 
up the camera to taking your first picture. For fully detailed descriptions 
of each operation, please see the page referred as "(p. 00)". 



Set the Mode dial to 03 and insert the battery (p. 30). 




• Gently insert the CF memory card until it is fully seated. The label on the 
memory card should face the front of the camera and the edge with the holes 
has to mate with the connector inside the camera. 



Removing the CF memory card 










* 
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Set the Mode dial to and check the battery power (p. 31). 




• When i m lights up or flashes, charge the supplied battery using the 

supplied battery charger. 



Date/time setting 

The date and time for your country or location should be set before use. The 
correct date and time at which each picture is taken is then automatically 
recorded with the image and can be checked on the camera monitor or 
computer (after transfer). See "Setting Date/Time" on p. 34. 



Image quality and Image size 

Press the (5™) button to choose between the four types of Image quality 
(compression ratio) (p. 58) and rotate the Command dial while pressing the (Sal) 
button to select one of the six types of Image size (p. 59). 



Image 
quality 



Highr-pj-j-j * 
FINE 
NORMAL 



Large FULL (no irdcadon) 





Image 
size 



SXGA 



Low BASIC Small EEH 

I hi i Image quality cannot be selected in go mode. 



I Center the subject in the Monitor or Viewfinder and compose 
Pyour picture (p. 46). 

• Use the Zoom buttons to frame your subject in the Monitor or Viewfinder. 

• The dJ button zooms the camera out, reducing magnification and increasing 
the field of view. The (Ej> button zooms the camera in. 
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QJck GLide— continued 



< Press the Shutter release button lightly to focus on the subject by 
• using autofocus. (p. 48). 



In- focus 




Out-of-focus 




Green LED lights. Green LED flashes. 



• The Green LED lights when the subject is in focus and flashes rapidly when 
the camera cannot autofocus. 



' Use the built-in Speed light if there is insufficient light to illuminate 
)the subject (p. 50). This condition is indicated by the Red LED 
flashing rapidly when the Shutter release button is half- pressed. 




• Slide the Speedlight lock-release lever to release the built-in Speedlight. 



I Slowly and fully depress the Shutter release button to take the 
picture (p. 49). 




• A single beep sound indicates that the shutter has been released. 
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QUICKLtJ 

8 Press the QUICK CD button to check the picture immediately 
( 



>{p. 51). 




Quick review mode 



Full-screen review 
mode 



• Photographs stored on the CF memory card can be reviewed using the CD 
button. Press the CD button to view the image in the top left corner of 
the Monitor. 

QUICKB 

• Press the CD button again to see the image full screen. 

• Use the Zoom button to enlarge the image and use the Multi selector to scroll 
to hidden parts of the picture. 

I Set the Mode dial to I'laJ when you have finished taking 
' photographs. 




Deleting images 

You can delete the image in the Full-screen review mode. See step 6 of "Basic 
Operation (Auto mode)" on p. 52. 
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Menu Guides 0(m) Shooting Mode 




Shooting Menu 1 



menu Press MENU 
o button to select. 




Press the Multi 
selector to switch 
between Shooting 
menu 1 and 2. 





Shooting Menu 2 




lull?! 














| MENU OFF * SELECT >SET 





If the Symbol S appears 
to the right of a menu item 
you can also select an 
option by rotating the 
Command dial. 




Vy-TTE BALANCE S 


A 


Auto 




Fluorescent 


Select Wite balance in accor- 










dance wth Meeting ccrciticrB 




Write F3al Preset 


4. 


Clouay 


(p 95) 




Fine 


* 


Speed idht 






Incandescent 










CCNTINUOLB S 






JH HUM 1 




Select Sheeting rrccfe (a 99) 


(ME) 







LH 


Singje 


^Utrar-B 


Qi 


(Lcntinuous 


"3 Mouie 




Mdtj-shot 16 






N^jASen) Rrce 






BEST SHOT SELECTOR © 

Tun best shot selection an cr CfF 

cfffo.102) ^ ggs^ 



IMAGE /iq USTMENTS 

A^LEt brightness or contrast 
of image (pi 104) 



saturation casrmcL o 

A^LEt the saturation to con- 
trol the strength of color; or to ^ 
select back and Wnite pho- 
tographs (p. 105) 



LENS GS 

Select t^pe of optional lens 
converter cr Slide Copy 
Adapter (p 106) 



A9 


AUTO 


Ligj-ten Image 


0 


rxbrrral 


&~ Darken Irrage 


9+ 


Mcxe Qxtrast 




9- 


Less Ccrtrast 





+1 


Ma>am_m 


1 F35W 


O 


rxbrrral 




-1 


McderatE 




-2 


MinirrLm 







l\bm-Bl 




Fishe^e 1 




\AJdeAoapter 




Fisheye2 




Telephctol 




Slide CcpyAdptr 




Telephcto2 









USER SETTING S 

Select User Selling 1/2/3 














Lber setting nLrrber 1 






<p lOB) 


► 


LH 


Lker setting nLrrber 2 










1 


Lber setting nLrrber 3 











■ 




EXPOSURE CFT1CNS 
Tun AE Lock and AJLn 
Bracketing on or off , set 
exposLre carpensaticn 
(p. 109) 







FOCUS CPTICNS 
Select A^Aea, charge 
AJtafocLE rrode, confirm 
focus or change distance units 
(p. Ill) 




Auto-Focus Mode 
: ocus Confirmation 
Distance Units 






OFF i SELECT ► SET 










IMAGE SHARPENING S 

Select le\<e! of irrage sharpen- 
ing to be perfcrrred {p. 114) 





AE Lock ► CrT/oyPeset 

► EXP. -ty- ► +2.0to-2.0 

Exposure mode ► P/s/A/M (AVM (S) 

AF Area Mode ► AUryManLEj/Cff 
Auto-Focus Mode ► CondrucxEAF/SirdeAF 
Focus Confirrnaticin^ MF/QVCrT 
□stance Unite ^ nr/ft 



AO Auto 




O High 




Normal 




O Low 






AUTO BRACKETING 

Set Ajto Bracketing (cn or eft) 
crWite Balance Bracketing ^ 
<P 113) 



Off 
On 

WB Bracketing 





NQSE RECLOICN 

Turn Ncise Fteduction on cr eff 

(P 117) 











RESET ALL 










Fteset all settings to default 






values (p 118) 







► 3, ±0.3/3, ±0.7/ 
3, ±1.0/5, ±0.3/ 
5, ±0.7/5, ±1.0 



On 
Off 



^ Reset all settings ^ 
to default values 



No 

Reset 
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Menu Guide: (a)0§ Shooting Mode 




SET-UP 1 

(a§) 

Press MENU 
button and Multi 
QS selector to select. 




Press the Multi 
selector to switch 
between SET-UP 
menu 1 and 2. 



w 


FCLDERS 0O© 




JjMonitorl5ptiorj2n^32M] 

Bcontrols 

yioom Options 

(Auto Off 

^Seq. Numbers 

^CFCard Format 

1 Wi. =IJ-T^M 


Create newfdders, renarrecr 
delete existing folders, choose 
folder far reccrding (p. 122) 




MCNITCR CPTia\IS@0§ 

.adjust rrcnitor brightness and 
hue (p 125) ^. 



Options 
NIKON 

(Folder name) 
Display Mode 

Brightness 
Hue 




ca\rma_s 

Set canera to 'Yen-enter" 
setti rigs in effect v\nen cam 
a is tuned cff; assign func- 



°® Memorize 
^ Func. 1 




zocm cfticns o§ 

Turn Dgrtal Tele and Fbed 



Digital Tele 



► rsfew'Bename/Mete 



^ Monitor QYReview 
OlyPreview Qiy 
McritorCff 

► (5 level acfustzfcle) 

► (11 level ardjustzfcle) 
fc. V<§>M*CD/Mcde/ 

Mode/j4Aci)/V<§>/ 



cryofr 



^cn^^-tp^ startup Position^ la s raiaYVWEte 



Fixed Aperture 



or/cn 



30S 



^JJTOCFF 0O§ 

Set tjrre delay fcrAJto Pc*/\er 
CfffLrcdcn(p. 127) ^ 1M 

5 M 

30M 



m 


SEQ NUMBERS @0§ 

Reset Seq. Ntjrrber function; 
turn file rijrrberirig on or off 
(pi 128) 






"7 [Folders 
1 Monitor Options 

2Foom Options 

■Auto Off [OK 


► 


On 
Off 








,% Card ^""a^^JtSfJ 






Reset 










CF 0\RD FORMAT ®0§ 
FamatCF rrmoy card 
(p 129) 



WARNING! 
► All images will 
be deleted! 
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Menu Guides B Playback Mode 



w — 1 


h 






mm 


SELECT ► 


SET 




Playback Menu 



menu Press MENU 
o button to select. 



DELETE 

Delete selected images LEing 
ti^rrtnail dsday: delete all ^ 
irrages cr the settings of Ajto 
Transfer and F^nt-order files 
(p 138) 




Press the Multi 
selector to switch 
between Playback 
menu and SET-UP 
menu. 



Selected Images 
All Images 
] Reset Tms/Print 




FCLDERS 

Create newfdders, renarreor 
delete easting folders; choose ^ 
fdaerfcr reccrdng (p 140) 



C3<4 Options 
>!< All Folders 
□ NIKON 

C3 (Fdcter i-Brre) 



► Nsv\/RenarTE/ 
Mete 



SLIDE SHOW 

Start slide shew of irrages Q 
contaimdinsinojefdaer: set ^ 
fi-arre interval from2s/3s/5s/ 
10s (p 140) " * " 



Start 

Frame Intvl ► 2S'3S/55'ios 



PROTECT 

Protect selected irrages using 

thL^rlral cisplay (p 142) ► (Sdezt irr^ arxi set Prctect) 





HCEIlVLflGE 








Hde selected irrages LEing 
tnLrrtnail dsday(pi 143) 














PRINT SET 










Select images for printing 
LEing trijrfcnail dsplay(p 
144) 




^% 







1 

& 



(Select image and set n_rrber of prints) 



w 


ALTTDTRANSFER 

AjliTTBticEJIy transfer selectee 
irrages cr ail irrages to a ccn- 
nected cctrpubar (p. 146) 


]] 







::: ~ All Photos 
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| MENU OFF » SELECT ► SET 



SET-UP 



Shutter Sound 
| Auto Off 
CF Card Format 
(Date 

Video Mode 




MCNITCR OPTIONS 

Aaiust mritor brid^tress and Brightness 
hue(p 150) ^ 

Hue 



On 
Off 



► (5 level adjustable) 
^ (11 level acjLBlaUe) 





SHLTrTER SOUND 


Options ~ 




Turn carrera sound on or off 


■Auto Off 




(p 150) 






s"na°,"°. d ' 









- Monitor Options 




' Shutter Sound 








■ Card rti 




■Date 











ADTOCFF 

Settirre delay forAJbr>CIT 
forcticn (pi 150) 







CF CARD FORMAT 






1 




FbrrrBt CF rmrcry card (p 






151) 


s 











30S 
^ 1M 

5 M 
30M 

WARNING! 
^ All images will 
be deleted! 



^ rstyFormat 




DATE 

Set carrera's data and tine 
(P 151) 



Year/MonBVDay/rtoLr/Minute 
Dsplay order 



\A DEO MODE 

Select \/aeo standard for ^our NTSC 
regon fcr da^teck on telew- ^ 

PAL 



sicn screen (p. 151) 



SELECT > SET 



LANGUAGE 



LANGUAGE D 
Select language for rrenu and E 



' Shutter Sound 

T : - mm '•<--«»-i-<i.v(r- 153 ^. F 
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PRmQRATlCN 

lis section introduces preparations necessary 
before using the camera. 



Check list 



Check that all the components listed below are included 
in the package. If any components are missing, contact 
the retailer where you purchased your COOLP 1X995. 



1. Nikon COOLPIX995 Digital Camera 



2. Strap 



3. Li-ion Rechargeable Battery 



4. Battery Charger with AC power cord 

5. Video Cable 



6. CompactFlash™ (CF) Memory Card 



7. USB Cable for connection to computer. 

8. Lens cap 



9. Nikon View 4 CD-ROM (contains Nikon View 4 
and bundled software) 



10. Instruction manual for COOLPIX995 



11. CD-ROM instruction manual for Nikon View 4 



12. "Open Me First!" Envelope 
Sales Support and Service. 



your path to After 



Installing Battery 



The camera requires either the supplied Li- ion Rechargeable Battery or 
a 2CR5 (DL245) 6V lithium battery (available separately). Make sure to 
check the battery power when a new battery is installed or before 
shooting. 



*| Turn the Mode dial (p. 44) to U113 and open the battery chamber 
_L cover. 

• Slide the battery chamber cover latch toward (2 to open the cover. 




2 Insert the battery with the © and 0 ends positioned as indicated 
inside the battery chamber, then firmly close the cover. 

• Slide the battery chamber cover latch toward © to lock the cover. 




i Set the Mode dial to and check the battery power on the 
I Control panel or Monitor. 

* Battery power 
indication only 
displayed in the 
Monitor when 
there is 
insufficient 
battery power. 




Power sources 

We recommend use of the supplied Li-ion Rechargeable Battery. This battery 
can be charged with the supplied battery charger. Use of the optional accessory 
AC Adapter/Battery Charger EH-21 (p. 163) is recommended if the camera is 
being used for extended periods of time. 
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■fS3 lights up 

(on Control panel only) 


Sufficient battery power 


i — iigrus up 


Battery power is low — please recharge or change 
battery. 


^CTSH flashes 


Battery is exhausted — recharge or change battery 
as soon as possible. 



• All the camera functions are disabled when the battery is completely 
exhausted. 

• The CF memory card will retain images regardless of the condition of the 
camera battery. 

• Battery power can be conserved and the available number of shots per 
battery increased by turning off the Monitor (p. 46) and using the Viewfinder. 



Supplied Li-ion Rechargeable Battery 

The supplied Li-ion Rechargeable Battery is not fully charged at shipment. We 
recommend that you charge the battery before first use. Please see the 
instruction manual supplied with the charger for details. 




ttery cannot be replaced when a tripod or optional bracket is 
; to the characteristics of the battery, the battery power indicator 
briefly show when the exhausted battery is reinstalled. 

• The flashing low battery indication i mi does not change to full battery 

indication sa (steady) when the AC Adapter is connected. To reset the 
indicator, turn the power off and then on again. 
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Selecting a Language 



The language in which menus and messages are displayed can be 
selected using the Language sub-menu. 

1 Turn the Mode dial to [►"! . 

• The Language can also be set using the SET-UP menu in the 0@ Shooting 
mode. 




I Press the MENU button so the Playback menu is displayed. 

• The appearance of the menu will vary depending on the language currently 
selected. 




) Press A on the Multi selector to highlight the tab on the left and 
• press A/T to highlight the 'S " tab. 




QD Delete 

Slide Show 
o-n Protect 
IS; Hide Image 

Print Set 
*v Auto Transfer 
MENU OFF * SELECT ► SET 



Monitor Options 
Shutte r Sound 
Auto Off 
CF Card Format 
Date 

Video Mode 
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Press ► on the Mufti selector to display the SET-UP menu. 




6 Press A/T on the Mufti selector to highlight "D", "E", "F", "\ " or 
"S" and press ► to select 

• When the Language is set, the display returns to the SET-UP menu. 




The languages available in the "Language" sub- menu are: 

D: German (Deutsch) 

E: English 

F: French (Francais) 

J : J apanese 

S: Spanish (Espahol) 
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Setting DabgTme 



The date and time for your country or location should be set before 
use. 



Set the Mode dial to 0O and press the MENU button to display 
.the SET-UP menu. 




Shutter Sound 
Auto Off 
Seq. Numbers 
jCF Card Format 



UOFF * SELECT ►SET 



I 



) Select "Date" in the SET-UP menu. 

• Press A/Y on the Multi selector (p. 44) to highlight Date and press ► to 
display date/time setting. The year display flashes. 




i Set year, month, day, hour and minute. 

• Pressing A on the Multi selector increases the number and pressing 1 
decreases the number After setting a number, pressing ► moves the 
selection on. 




Year* — ► Month*— ► Day — ► Hour*— ► Minute*— ► Date display sequence 

• The year display can be set between 1970 to 2037. 
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Set the date display order. 



• Press A/Y on the Multi selector to change the date display order as 
followings. 

3 




YYYY/MM/DD 



MM/DD/YYYY 



DD/MM/YYYY 



■ 



1 C omplete the date and time setting. 

• Press ► on the Multi selector after selecting the desired date display order to 
complete date/time setting. When the date display order is set, the clock 
starts and the display returns to the SET-UP menu. 




Printing image date/time with a photo 

When date and time are set, image date and time are recorded with the image 
data (inside the image file) and can be displayed when the image is played back 
(p. 74). The image date and time can be printed with the photo (p. 144). 



Backup battery of the clock 

The clock-calendar is powered by a separate rechargeable battery, which is 
charged as necessary when the main battery is installed. If the camera has 
been stored with the main battery removed for a long period of time, the clock 
may need to be reset. Once the main battery has been reinserted, the clock 
battery will recharge in several hours, during which time the main battery should 
be left in the camera. 
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Inserting CF Memory Card 



The COOLPIX995 uses a CompactFlash™ (CF) memory card to store 
images and movies. 



Use a Nikon CF memory cards or other recommended memory card. See p. 163 
and the instruction manual of the CF memory card for notes on using the card. 

Inserting the CF Memory Card 

•a Turn the Mode dial to 033, open the card slot cover, and gently 
_L insert the CF memory card until it is fully seated. The label on the 
CF memory card should face the front of the camera and the 
edge with the holes has to mate with the connector inside the 
camera. 




2 Return the eject lever to its original position after fully inserting 
the CF memory card and make sure to completely close the card 
slot cover. 




36 



Removing the Memory Card 



>■ Turn the Mode dial to ['la J , open the card slot cover, fold out the 
_L eject lever and press it in to release the CF memory card. 




2 Grasp the CF memory card with your fingertips and pull gently to 
extract it Then close the card slot cover. 



Formatting CF Memory Cards 



CF memory cards must be formatted before being used with the 
COOLPIX995. Note that the CF memory card supplied with your 
camera has already been formatted. 



Note: Formatting CF memory cards 

Note that when a CF memory card is formatted, the entire contents of 
are permanently deleted. 




-| Insert the CF memory card into the COOLP 1X995 (p. 36). 

2 Turn the Mode dial to . 

• CF memory cards can also be formatted in 0(§ or E mode. 




^ Press the MENU button. 

• The SET-UP menu is displayed in the Monitor 



MENU 

o 
b 





Folders ► 




Monitor Options 
Shutter Sound 
Auto Off 




Seq. Numbers 




fljCF Card Format 




SjDate 




MENU OFF * SELECT 


► SET 



y| Select 'CF Card Format". 



• Press A/Y on the Multi selector to highlight CF Card Format and select it 
by pressing ►. 




g Select "Format". 

• Press A./V on the Multi selector to highlight Format and select it by 
pressing ►. Formatting is started, FORMATTING is displayed and then the 
Monitor returns to the SET-UP menu. 





raiOFF » SELECT >SET 1 



Press O button to complete the operation. 

• After formatting, confirm the available number of frames in the Control panel 
or Monitor (p. 60). 




Aborting format 

It is possible to abort the Format selection by pressing the MENU button to 
immediately exit the menu. Alternatively, select No with A/Y on the Multi 
selector and return to the SET-UP menu by pressing 4/^- 



Note: Formatting 

Selecting Format by pressing ► on the Multi selector starts formatting 
immediately. At this point formatting cannot be stopped. Formatting 

ntly deletes all the data recorded on the CF memory card. Do not 
; CF memory card during formatting. 
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hblcfng the Camera 



To reduce blurring caused by camera shake, hold the camera steadily 
in both hands and press the Shutter release button slowly and gently. 
Photographs can be framed in the Monitor or the Viewfinder. 



Check point 

The lens section of this camera rotates so the subject can be seen easily on the 
Monitor and/or Viewfinder. Rotate the camera so that it can be held securely. 



| Frame photographs in the Monitor 



• When you are using Macro close-up (p. 61). 

• When you are using Digital zoom (p. 63). 

• When you are using a lens converter (p. 106, 162) 

• When Image size is set to 3:2 (p. 59). 

• When you want direct confirmation of camera settings or the view through the 
lens. 

Using the Swivel 





• The unique swivel design of the camera allows you to position the lens toward 
the subject while having the Monitor in a convenient position for checking. 
With the Monitor facing toward you, the lens section can be tilted 210° forwards 
and 90° backward. There is a Swivel lock lever (p. 106) on the base of the 
camera which, when set prevents the lens from tilting down if a heavy converter 
lens accessory is fitted. 

• Note that bright objects such as lights may cause a vertical white line to appear in 
the Monitor. This is not a malfunction and does not normally appear on the 
image. 



Self-portrait pictures 

For convenient framing of self portraits, when the lens is rotated to face 
backwards, the display will invert so that it appears the correct way up. 
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hUdng the Orrery Pressing the Shutter Release Button 



| Frame photographs in the Viewfinder 

• When you want to save power by turning the Monitor off (p. 46). 

• When bright ambient lighting conditions make it difficult to see the display in the 
Monitor. 

Diopter adjustment dial 

If the images in the Viewfinder appear blurred even when 
the subject is in focus, set the diopter adjustment for your 
particular eyesight by rotating the diopter adjustment dial 
so the autofocus target area frames in the Viewfinder can 
be seen clearly. 




Holding the camera 

• Make sure not to let your finger, hair, the strap, power cord of the AC 
or video cable get in front of the lens or Speedlight. 

• Make sure not to get your finger or clothing caught in the rotating pai 
camera or cover while shooting. 

• Do not look directly at the sun through the Viewfinder. 

slowly and with 



r 



Pressing the Shutter release button 




Before releasing Half press Fully depressed 

shutter 

• Lightly pressing the Shutter release button and holding it halfway down activates 
the camera's exposure meter and autofocus. 

• The focus is locked as long as the Shutter release button is kept lightly pressed 
(p. 48, 80). Pressing it fully all the way down releases the shutter. 



Note: Pressing the Shutter release button 

Pressing the Shutter release button abruptly can result in picture blur. Make sure 
to press the Shutter release button slowly. 
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Mode aai aid MJti 



Mode Dial 

Use the Mode dial to select the Shooting mode @0 , OB or Playback 
mode H. 




@0§ : Shooting mode 

There are two modes for taking pictures: 

• In "@0 " (Auto mode), the camera controls the 
exposure and other settings for simple, easy 
operation. 

• In "o(l " (Manual mode), camera settings such 
as exposure, white balance, image adjustment 
and sharpening are under full manual control. 




: Playback mode 

The Playback mode is for reviewing and managing 
your pictures. When the Mode dial is set to [3, 
images can be reviewed, deleted, played back in a 
slide show, marked for printing (DPOF) or can be 
protected from accidental deletion. 

Multi selector 

When any camera menu is active, the Multi selector is used to move 
around the menus, making selections in both the up/down and 
left/right directions. When in Shooting mode, pressing the Multi 
selector allows the desired AF area to be chosen. 





Press A/Y to move vertically, selecting an item by 
highlighting it. Once an item has been highlighted further 
selections can be made by pressing ► to move right 
and then, if applicable, pressing A/Y to select the 
desired setting. 




Selecting focus area On OrD mode) 

The camera has five autofocus target areas which can 
be activated in turn by using A, Y, 4 or ► on the Multi 
selector. 



44 



Having mastered simple point operation and 
studied the section "Useful Advice on COOLPIX 
Camera Techniques", we recommend that ^ 
s section which explains some aspe 
iple "Point and Shoot" photography 



Setting the Mode dial to (auto mode) 
automatically selects the most common exposure 
and image adjustment settings to ensure that the 
overall appearance of the picture is well balanced 
and correctly exposed. 

• Other functions that are also preset are described 
below. 

Full (2048 x 1536 pixels) 





Image size (resolution) 

Image quality (J PEG 
compression ratio) 

Focus mode 

Flash mode 

Exposure Compensation 
Monitor 



Normal 

Continuous AF* 
(camera continuously 
focuses) 

Auto 

None (0.0) 
On* 



* When the Monitor is off. Single AF (the camera only 
focuses when the shutter is half-pressed) is selected. 



Basic qDeration(ALtoMDde) 



Set the camera to Auto Mode (Set the Mode dial to @0 ). 



• The camera beeps once when the power is turned on and standby operation 
starts. After a short pause, the camera is ready and the Viewfinder image is 
displayed on the Monitor. 




Control panel 









Eg l 


X\] mm, 



Monitor 

• Individual function settings and the number of images that can be fitted on 
the CF memory card are displayed in the Control panel and Monitor 

MONITOR button 

• Pressing the MONITOR button changes the display in the following order 
(example in @ci mode): 




Data display 
) Compose your picture. 



No data 



Off 



• Aim the lens at the subject and compose the picture in the Monitor or 
Viewfinder. 

Parallax compensation 
marks for close-ups (Macro) 





WW / 




Pi m 
M s n 



Monitor 




Autofocus target area 



Viewfinder 



• When shooting in @cl mode, the camera will use the subject in the center of 
the picture as the focus target. 
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Note: Composing using image in Viewfinder. 

When composing a picture using the image in the Viewfinder, the actual image 
recorded is shifted slightly (due to a phenomenon known as parallax) compared 
to the image in the Viewfinder. Especially when shooting close-ups, the ( 
parallax becomes more pronounced and the edges of the image seen in 1 
Viewfinder image may not be included. Use of the Monitor is therefore 
recommended for close-up (Macro) shooting at distances of less than < 
in. The parallax compensation marks in the Viewfinder indicate the 
compensation required when the subject to camera distance is 60 cn 




Zoom button 

• Use the Zoom button to frame your subject in the Monitor or Viewfinder. 



Ill 




El/ 1 


Br mM. i w 



cm w> 
to to 



Wideangle 



Telephoto 




• To zoom out and see more in the Monitor or Viewfinder, press the CU Zoom 
button. This sends the lens to the wideangle position. 

To zoom in and make the subject appear closer, press the (EES) Zoom button. 

• When the lens has zoomed to the full telephoto position with the Monitor turned 
on, the Digital zoom then allows a further magnification of up to 4x (p. 63). 



Note: Digital zoom 

When using the Digital zoom, the image in the Viewfinder is different from the 
actual image recorded. Make sure to check the image in the Monitor. 
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Basic Operation (Auto Mode)— continued 




Focus Lock 

When the subject is in focus while you are lightly pressing the Shutter release 
button, the focus is locked and the Green LED lights up without flashing. When 
the main subject is not centered in the frame, focus on the subject, lock focus, 
then recompose as you like while lightly pressing the Shutter release button. In 
Focus Lock, do not change the distance between the camera and subject when 
changing the composition. 
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y| Gently depress the Shutter release button. 

• The shutter is released when the Shutter release button is fully depressed, the 
camera beeps once (p. 127) and the picture is taken. 



EE 

Green LED flashes at 
intermediate speed 

• Immediately after a picture is taken, the Green LED flashes and ^ (Quick 
delete) and 'J (pause, p. 85) are briefly displayed in the Monitor after which 
the Monitor will return to normal and the next shot can be taken. 

• It is normally possible to take a picture when the shot is still being displayed 
in the Monitor. Lightly pressing the Shutter release button resets the Monitor 
to normal display and subsequent shots are possible unless § (Wait) is 
displayed. The number of shots that can be taken may vary, depending on 
the Image size and Image quality (p. 58). 




Image size 


Image quality 


Number of shots that can be taken 


FULL 


NORMAL 


4 


VGA 


BASIC 


77 



• □ is displayed on the Monitor while image is being recorded on the CF 
memory card. 



Note: Recording on CF Memory Cards 

The Green LED flashing at intermediate speed indicates that the image is being 
written to the CF memory card. Do not remove the card, battery or AC Adaptf 
until the Green LED has gone out, or image data may be damaged or not 
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Basic Operation (AUd Mode)-^™ 



Built-in Speedlight 

Use the built-in Speedlight if there is insufficient light to illuminate the subject. 
This condition is indicated by the Red LED flashing rapidly when the Shutter 
release button is half- pressed. 
To use the Speedlight 

(T) Slide the Speedlight lock-release lever to release the built-in Speedlight. 




@ Confirm the Red LED is steady, then gently depress the Shutter release 
button fully to take the picture with the built-in Speedlight. 




Note: Using built-in Speedlight 

Note that the built-in Speedlight may become warm during extended Speedlight 
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5 Press the QUICK (ZD button to check the image immediately 
after shooting. 




Quick review mode Full-screen review 

mode 



• Each press of the QUICK o button changes the display on the Monitor as 
follows: 

Shooting mode Quick review mode Full-screen review 

* (take a picture) * (Quick check of last * mode 

picture) 



• Press the Multi selector to choose the image to be displayed. 
To display the previous image frame continue to press A /A. 
When the oldest frame is reached, pressing A I A changes the display to the 
most recent frame recorded. 

When the most recent frame is reached, pressing T/ ► changes the display 
to the oldest one. 



Check points: 

• Lightly pressing the Shutter release button in either Quick review or Full-screen 
review resets the camera to normal Shooting mode and more shots can be 
taken. 

• Recorded images can be played back in Full-frame playback (p. 74) by 
rotating the Mode dial to [EL 
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ic Operation (Auto Mode)— continued 

■ Press the Delete button in Full-screen review mode and select 
) "Yes" with the MuHd selector to delete a single image. 

• Using the Multi selector choose the image to be deleted. Pressing the Delete 
button displays a confirmation dialog. Select Yes with the Multi selector. 
Pressing ► deletes the image and DONE is displayed. 











\ s 1 V 




EC? m 


vmh 


mm, 
(i fia 





1 




1 ERASE IMAGES 
YES OR NO ? 






Check point: 

Recorded images can also be deleted in H mode (p. 77) 



t Set the Mode dial to H23 when you have finished taking 
photographs. 
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Self-Timer Operation 



The Self-timer delays the shutter release for 3 or 10 seconds after the 
Shutter release button has been pressed to allow you to appear in your 
photograph. We recommend that you use a tripod or place the camera 
on a stable surface when using the Self-timer. 



1 Press the Focus mode button several times until 0 appears in 
the Control panel and Monitor. 




2 Compose your picture, confirm focus and fully depress the 
Shutter release button. 



• Pressing the Shutter release button once activates a 10-second timer and 
twice activates a 3-second timer. (Press the Shutter release button twice to 
pause the 10 second Self-timer and once to pause the 3-second timer after 
activation of the timer.) The Self-timer lamp pulses for 1 second before the 
shutter is released and then lights steadily for the final 1 second. (The 
remaining time is visible as a count-down on the Monitor.) In 0@ Shooting 
mode. Self-timer operation using Manual focus (p. 81) is possible. 

• To cancel Self-timer after activation of the timer, pause, then press the Focus 
mode button so 0 disappears or else turn the power off. 

/ \ 

Check point 

Setting the Self-timer also activates Macro shooting mode, causing itt to be 
displayed. 

V / 
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Sirrple Playback Qaerations 



Set the Mode dial to H to set the camera to Playback mode. In 
Playback mode, recorded images are visible on the Monitor. Multiple 
reduced size images can be viewed at once (Thumbnail Playback) or 
reviewed for deletion. 



Full-Frame Playback (See p. 74) 



Set the Mode dial to E ■ 




• The most recent photograph is displayed in the Monitor. Press the MulrJ 
selector to select the image to display. 

2 Press and hold the O Zoom button to see the image in closer 
detail. Press the CO button to return to the original view. Use the 
Mutti selector to see the hidden parts of the zoomed image. 



02> 

b 



J 



I 



CD 

b 
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4 1/ 15 
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Thumbnail Playback (See p. 76) 



"I Press the Thumbnail ( - ) button once to display nine Thumbnail 
_l_ images, or twice to display four Thumbnail images. The 

Thumbnail image can be selected with the Multi selector and 

displayed Full-frame. 




Deleting Photographs in Full-Frame Playback (See p. 77) 



1 Press the Delete (QU) button in Full-frame playback 



r — i 




• The delete confirmation dialog is displayed. You can delete an image after 
confirming with the confirmation dialog. 




By connecting the camera to your TV set or a personal computer, you 
can view, edit or print out images taken with the COOLP 1X995. 



Connect COOLPIX995 to a TV Set 



By connecting the COOLPIX995 to a TV set, you can view your still pictures and 
movies on the television. 

Connect the camera's video output terminal and the TVs video input 
terminal with the provided video cable. 




••• n 



• To connect the COOLPIX995 to a TV set, see p. 155. 



Connect COOLPIX995 to a Computer 

By connecting the COOLPIX995 to a computer, you can download image data to 
your computer. 

You can connect your camera directly to your computer via the supplied UC-E1 
Universal Serial Bus (USB) cable. Nikon View 4 allows you to transfer, enlarge, save 
or print out images that have been downloaded to your computer. 

To connect the camera to the computer you will need the supplied 
USB cable and Nikon View 4 CD-ROM. 




• For details of operation, refer to the CD-ROM instruction manual for Nikon 
View 4. 

• To connect the COOLPIX995 to a computer, see p. 156. 
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Setting Image Qialrty and Size [sh^ngi^M 

In both @0 or mode, one of the most important options for your 
pictures is the combination of Image quality setting (image 
compression ratio) and Image size setting that you select. There are 
four available Image quality settings and six Image size settings. 



Image Quality 

To reduce memory requirements, images are compressed using J PEG 
compression. At higher compression ratios, the block pattern becomes more 
visible and there may be noticeable loss of detail. The actual effect depends on the 
size of the image when reproduced on a monitor or printer and on the type of 
subject. 



To set the Image quality, press the QUAL (Image quality) button 
repeatedly until the desired Image quality setting is displayed. 



ft 
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FINE 

NORMAL 
BASIC 


,'S) 






Application 


HI 


No compression 


TIFF 


Best-quality image, with no compression. 
Use when quality or authenticity is of 
paramount irrpcrtance (Available in FULL 
cr 3:2 size in 0[m) mode only) 


FINE 


Approx. 1/4 


J PEG 


Quality virtually identical to uncompressed 
HI mode: for use v\here Irrage quality is 
important for example v\hen the irrage will 
be u u(j(jfciJ and enlarged 


NORMAL 


Approx. 1/8 


J PEG 


For use in most general situations where 
the image will not be significantly enlarged 


BASIC 


Approx. 1/16 


J PEG 


For situations such as sendng irrage data 
via E-rrail where snrall file size is more 
irrportart than Irrage quality 



Check point 

The selected Image quality and size settings remain in the camera's memory 
even when the power is turned off. 
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Image Size 

The Image size setting determines the maximum size at which the image can be 
printed. If the print size is too large, the individual pixels will be visible to the naked 
eye, giving the image a rough, uneven appearance. As a rule of thumb, for printing, 
about 200 pixels per inch are required. For display on a computer monitor, about 
80 pixels per inch are recommended. 

Rotate the Command dial while pressing the QUAL button until the 
desired Image size is displayed. 








JJHeHHH 
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Size (pixels) 




Full 

(no indication) 


2048 X 1536 


For high quality prints of uptoA4 without additional 
LreaLrre L 


nogs 


1600 X 1200 


For printing at about A5 or large photo album size. 




1280 X 960 


For srraller postcard- sized prints. 


naa 


1024 X 768 


For dsplay cn a 17-inch computer monitor cr srrall prints, 
for example, to be inducted in a report 




640 X 480 


For output on a 13-inch monitor, sending irrage data via 
E-rrail, or posting a picture on an internet homepage. 


HE1 


2048 X 1360 


This forrrat gives an aspect ratio which is of identical 
proportions to 35rrmfilm Wren 3:2 is selected, the top 
and bottom of the Monitor are cropped and the i rrage 
frame becomes 3:2. The Green LED puses slcwiy 



Full 




Print size at 200dpi resolution 


2048 X 1536 


Approx. 26 x 20 cm (10.2 x 7.9 in.) 




1600 X 1200 


Approx. 20 x 15 cm (7.9 x 5.9 in.) 


mm 


1280 X 960 


Approx. 16 x 12 cm (6.3 x 4.7 in.) 


Has 


1024 X 768 


Approx. 13 x 10 cm (5.1 x 3.9 in.) 


ESS 


640 X 480 


Approx. 8x6 cm (3.1 x 2.4 in.) 




2048 X 1360 


Approx. 26 x 17 cm (10.2 x 6.7 in.) 



Haw Much Space is Left on try CF Memory Card — 



Snooting Made [a)Q§ 



The total number of images that can be saved on a CF memory card 
depends on the amount of space left in the CF memory card being 
used, and on the selected Image quality and size. 

To confirm the number of exposures remaining, check the Control 
panel and Monitor. 
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OUT OF MEMORY 



• The counter showing the number of exposures remaining decrements until "0" is 
displayed after which no further space is available. At this point a warning 
indication OUT OF MEMORY is displayed in the Monitor. 

• The approximate number of images that can be recorded is as follows. 
Memory card: 16MB [64MB] (Note that the numbers will vary significantly with the 
composition of the pictures due to the way that J PEG compression works.) 



~~~~~—^_Jmage quality 
Image size 


HI 


FINE 


NORMAL 


BASIC 


FULL (no indication) 


1 [6] 


10 [40] 


19 [78] 


37 [151] 


HHsH 


Not available 


16 [65] 


31 [126] 


59 [236] 




Not available 


24 [100] 


47 [190] 


86 [347] 




Not available 


37 [151] 


69 [278] 


121 [488] 




Not available 


86 [347] 


144 [578] 


229 [918] 


HH 


1 [7] 


11 [45] 


22 [88] 


42 [169] 



.1 



Notes: The number of exposures remaining 

• From time to time the number may not count down when shots are taken or 
deleted, particularly if the Image size is small. 

• Even when "0" is shown, selecting another Image quality or size may enable 
more shots to be taken as there may be enough space for one or more 
of a smaller size or higher compression ratio. By the same token, changi 
Image quality or size may cause the frame counter to drop to "0". 

• No more shots can be taken when the image file names and folder numbers 
(p. 128) reach the maximum number (image file name: DSCN9999.J PG, folder 
number: 999). To continue, change the memory card or delete all of the image 
data on the card. Note that with the setting Seq. Numbers On, file names are 
assigned with the next highest number remaining in the memory card, so 
vhen a file with a high file name number is left in the memory, the maximum 

5CN9999.J PG, will soon be reached and no more shots can be 
F more memory is available on the card. 
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Selecting the Focus Mode | shoeing Mode @ Q g 



In @0 or Oi mode, three Focus modes and the Self-timer can be 
activated in turn by repeated presses of the Focus mode button. In Q§) 
mode, rotating the Command dial while pressing the Focus mode button 
initiates Manual focus and alters the manual focus distance (p. 81) 



Press the Focus mode button repeatedly until the indication for the 
desired Focus mode or Self-timer is shown. (Note that an indication 
is not displayed in the Autofocus mode.) 




A MAT 



mi? m m i m 



Focus mode 


Indication 




Autofocus 
mode 


No 
indication 


The easiest Focus mode, rarrBl autofocus operation is suitable 
for almost any shooting situation inducing snapshots or 
portraits. Focus range is 30 cm (11.8 in) to infinity 


Infinity mode 


it 


Select this rrode to focus on distant subjects such as 
landscapes or buldngs. The lens aLJterratically moves to a 
position suitable for infinity focus and locks in position. Flash 
Cancel is automatically selected. 


Macro Close- 
up mode 


A 


Select this mode Wren shooting dose-ups of subjects such as 
flowers or insects. Focus dstance is approx 2cm (in mode 
Zoom position) to infinity In tine rricrJe 2ccm position, A in the 
Meritor is dsplayad in ydlow to assist wth optimum lens setting. 
INfctethatygrretting rre/ occur when using v\ith Speediest 
ilium nation wtiin the 70 cm (27.6 in) focus dstance. 


Self-timer 


0 


use this rrode v\hen you v\ant to be in the photograph. The 
shutter is released 10 sec. after pressing the Shutter release 
button once or 3 sec. after pressing the button tvuee. The Self- 
timer lamp pulses urtil 1 sec before shutter release and the 
lamp lights stead ly for the final 1 sec. The remaining time is 
Msible as a ccunt-obwn on the Monitor 

• To cancel the Self-timer after initiation, cause the tirrer and 
then press the Focus rrode button so 0 dsanpRFfs, or turn 
the poAO" off : 



■ 



Controls^ In mode, the selected Focus mode can be set to remain in 
(P. 130) memory even when the power is turned off; this setting can be 
changed with the Memorize setting. 



S3 

CD 

Q 
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Selecting Focus Mode— continued | snooting ivbde @q§ 



Check points 

• The Autofocus mode is selected when the power is turned on. 

• Selecting the Self-timer enables Macro Close-up mode and <!E< is also 
displayed. 



Autofocus Options 

There are several advanced options that may be employed when setting up the 
Autofocus. In particular, a difference will be noticed when the Monitor is on or off in 
Autofocus or Macro Close-up mode. 



Monitor 


AF mode 




Ort*i 


Continuous 
AF 


AJtofocus ap&ation is acti\>abad continuously nsgarcless cf 
the operation of the Shutter release button The focus is 
looted on when the Shutter release button is ligftiy pressed 
(FOCUS Lock, p 80) and the Grasn LBD lights as 
oorfirTTBtion of successful focus. 


Off 


Single AF 


AJtofocus operation is acti\«ited only when the Shutter 
release button is ligftly pressed. Chce focus is achieved, the 
Qeen LED lights and focus is locked (p 80) as long as the 
Shutter release button is kept lightly pressed. Battery power 
can be conser\ad since the Monitor is not always on 



* In O® mode, the autofocus system when the Monitor is on can be changed to 
(Single AF) in the Focus Options > Auto-Focus Mode sub- menu in Shooting 
menu (p. 112). 



Autofocus Target Area Selection 

Autofocus target area varies according to Shooting mode. 





Focus is targeted en the center AF area Place the rrein street in the 
center ,AF area 




Al\ HsjgAF areas in the Monitor are used Wren focusing. NorrrBlly, AUTO 
mode, v\here the carrera autorrEtically focuses using all frjeAF areas, is 
activated In MANUAL mode, you can selectjustoneof the/*F areas, 
and v\hen Autofocus is Off, only the center AF area is acti\sted 
(p. HI). 
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dental ZOCtn |siTnaUngMDde|A)Ol| 

With the Monitor turned on, Digital zoom electronically magnifies the 
center of the picture so that it fills the entire image. The subject can be 
magnified by up to 4X. 



Keep pressing the (Qj) Zoom button for more than 2 sec. after the 
Zoom has reached the highest telephoto position. The Digital zoom 
function activates automatically and the image in the Monitor is 
zoomed by up to 4.0X. The Digital zoom magnification factor is 
displayed in the Monitor and the Green LED pulses slowly. 




b b 




I p m m in 



Green LED 
(pulses slowly) 



4.0X Digital zoom 



Canceling Digital zoom 

• Pressing the CU button during Digital zoom lowers magnification and cancels 
Digital zoom after reaching the highest telephoto position of the optical 
Zoom. 

• Digital zoom can also be canceled by turning camera power off. 



■ 



Check points 

• The AF area remains at the center during Digital zoom even when another AF 
area is selected in the Focus Options - AF Area Mode sub-menu (without 
Off setting) (p. 111). 

• Metering mode in Digital zoom is same as Center- Weighted Metering. 



S 




' The Digital zoom function zooms into the middle part of the image in the 
Monitor and the actual recording area differs from the Viewfinder image. Make 
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Setting the ExpasiiB mode IshooBngMcxteQe 



To create a variety of photographic treatments, various Exposure 
modes can be selected to achieve a desired effect. Four Exposure 
modes can be selected in a§ Shooting mode. 

Rotate the Command dial while pressing the MODE button so the 
desired Exposure mode is displayed. 




P-5-fl-M 



p 




50 


■ 




© 




NORMAL^ 


13) 





Note: At slow shutter speed 

The shutter speed indication in the Monitor appears in yellow when the shutter 
speed is slower than 1/4 sec. Noise may appear in the dark part of the frame in 
this case. This noise in the form randomly spaced bright-colored pixels can be 
reduced with the Noise Reduction mode (p. 117). 



• Controls setting: Memorize 

The selected Exposure mode is retained when the power is turned off; 
however, it can be set to become Programmed Auto when the power 
is turned on, by using the Memorize setting. 
> Controls setting: FUNC. 1 
Various settings can be selected with the Exposure mode button. 



Controls 
(P. 130) 



: Selecting fast shutter speed 
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Display 


Shooting situation 


Programmed Auto 


P 

1 


CsmEra controls shutter speed and aperb_re autocratically 
while allowing you to cheese other settings such as Flexible 
Program BqDcsure Compensation (p 71) or AJto 
Bracketing (p 115). 


S hutter- P riority Auto 


c 

•Zl 


You set desired shutter speed and the camera selects the 
correct apertere Select a fast shutter speed for tast- 
mcK/ing subjects such as shooting an athlete, or a slew 
shutter speed to errphasiaB the motion effect 


Aperture- Priority Auto 


Ft 


You set desired aperb_re and the camera selects the 
correct shutter speed Lets you ceterrrine depth of the in- 
tccLE area, so you can choose whether near or far subjects 
are in sharp focus when shooting landscapes, or whether 
the bacteyound is "to be blurred as in a portrait 


Manual 


n 


Shutter speed and aperture are set manually Suitable when 
you want full ccrtrd c\er exposure, to create your own 
unique pi utoyi apt ic effects. 



P: 



: Programmed Auto 

The camera automatically controls exposure — correct shutter speed (1 to 1/2300 
sec.) and aperture combination — by determining the brightness of the subject. 
Programmed Auto Exposure mode is automatically set in @ci mode. 



Flexible Program (only in 0§ and with Monitor on) 

By rotating the Command dial in Programmed Auto and with the Monitor on, 
you can change the combination of shutter speed and aperture while 
maintaining correct exposure. With this function, you can shoot in Programmed 
Auto as though shooting in Shutter-Priority Auto or Aperture- Priority Auto. 
"*" appears when Flexible Program is set. To cancel the Flexible Program, rotate 
the Command dial until "* " disappears, change the Exposure mode or set the 
Mode dial to other than . 
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Setting the Exposure mode-continued | snooting Mpdeoj 



c 

i-l : Shutter-Priority Auto 

Enables you to manually set the desired shutter speed (8-1/2000 sec.) in 1 EV 
steps; the camera automatically selects the proper aperture to provide correct 
exposure. 

• Turning the Command dial after setting Shutter-Priority Auto 
Exposure mode changes the shutter speed as follows: 

B»'^um^3h^ '"^d^u^q^ 'C^^n^cn^ ipQ^3C.rt^c.itfi ^ innri annn 




Note: Control range of the camera 

When the subject is too dark or too bright (beyond the control range of the 
camera) and the Shutter release button is lightly pressed, the selected shutter 
speed display pulses. To avoid motion blur or incorrect exposure, change the 
shutter speed setting. 



R: 



: Aperture- Priority Auto 

This mode enables you to choose the camera aperture (lens' minimum to 
maximum in 1/3 steps) manually. The camera automatically selects an appropriate 
shutter speed (8 to 1/2300 sec.) to ensure correct exposure. 
• Turning the Command dial after setting Aperture-Priority Auto 
Exposure mode changes the aperture in 1/3 steps. 
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M 

■ I : Manual 

Enables you to set both shutter speed (8 sec. - 1/2000 sec. in 1 EV steps, plus 
long time exposure "BULB" up to 60 sec.) and aperture (lens' minimum to 
maximum in 1/3 steps) manually. 

«■ Set the Exposure mode to fl, then take you- finger off the MODE 
J- button. The aperture and shutter speed are displayed alternately 
in the Control panel as the MODE button is pressed repeatedly. 

• The aperture and shutter speed are highlighted in green in the Monitor. 




M 


c n 
□ u 

s 


NORMAL^ 


13) 



) Confirm the Exposure condition in the Control panel or Exposure 
■ meter display in the Monitor and set the aperture and shutter 
speed by rotating the Command dial. 

• The difference between the selected exposure and the exposure measured 
by the camera is displayed in the Exposure condition and the Exposure meter 
display (except in long time exposure). 



( MODEj 



M 


F Si 




® 


NORMAL^ J^j 




H 


.75 


4—1 

NORMALl 


© 
IS) 
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Setting the Exposure mxte— continued | shooting Mode oj 



Check point 

If the shutter speed is displayed in red when 1/2000 sec. shutter speed is 
selected, stop-down aperture while confirming exposure on the Exposure meter 
in the Monitor. 





Control panel 


Monitor 








I-"© 1 








Correct exposure 




NORMA 


( 0) 




















-^□□□□□□□DonD^ 


1EV under 




NORMA 


(•• !) 


















2 EVover 




NORMA 


( + ?)| 


1 
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Long time (BULB) exposure (up to 60 sec.) 

© Set the Exposure mode to M, and place the camera on a tripod or secure 
position, then rotate the Command dial to set the shutter speed indication to 
fau lb (next after 8 sec.) to enable long time (BULB) exposure. 



M 



® 

IS) 




(D Pressing the Shutter release button once opens the shutter up to 60 sec. 

• BULB can only be set when Single mode is selected in the Continuous 

Shooting menu (p. 99). 

• The Speedlight is canceled if BULB exposure is set. 

• During long-time exposure, selecting Noise Reduction On can reduce noise 
in the form randomly spaced bright-colored pixels in the recorded image 

(p. 117). 
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Setting the Hash 



Shooting Mode gjOj 



Four Flash modes are available for use in various flash shooting 
situations. 



Condition in which Flash mode can be set 

Flash mode can only be set when the built-in Speedlight is raised. The Flash 
Cancel indication (J) is displayed in the Control panel and Monitor when the 
built-in Speedlight is stowed. 



Slide the Speedlight release lever to release the built-in 
■ Speedlight 




Note: If flash does not fire 

The Speedlight does not fire with Infinity focus (p. 61), in Continuous Shooting 
mode (other than Single mode) (p. 99), in Best Shot Selector mode (p. 102), 
Lens mode (p. 106) or Int Flash Off mode (p. 133) even when the built-in 



■ 



) Press the Flash mode button repeatedly until the desired Flash 
■ mode appears. 



No indication is 
shown in the 
Monitor when 
AUTO Flash 
mode is selected. 



• If the Red LED is pulsing slowly when the Shutter release button is lightly 
pressed, the Speedlight is not fully charged and the shutter cannot be 
released. Wait until the Speedlight is fully charged and release the shutter 
again. 
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MCXte— continued I Sheeting Made @0§ 





Indication 


C harac teristic s 


AUTO flash 


AUTO 4 


Speediajnt aUtrxrBtically fires Wnen the subject is dark 
and the built-in Speedight is released. Speedight does 
ret fire if the subject is adequately illLmnated e\*?i 
W"en the bult-in Speedight is released 


AUTO flash with 

rxcircyc icuuluuii 


<!>AUT0 ^ 


Reduces the "Bed-eye effect/' of flash photDgjaphy 
I he Red-e^^ nEidLLUon larrp lidl fcs btdbne U i& n tin flash 


Anytime flash 




Select this mode to fire the Speedight regarcless cf the 
subjects bric^tness. Speedight can also be effective in 
daylight when light is ccning from behind the subject 


SLOW sync 


SLOW V 


Both yDi_r rran subject and bacteyourd can be nscordec 
natLially in tvulight or nighttime The shutter starts open 
for the same time as if Speed ight v\as not being used to 
illumnate the background The Speedight fires to gj\e a 
dear defined fcnagound or subject image. 



: SLOW Sync Flash 

• Avoid camera shake since a slow shutter speed is often selected. 

• The shutter speed indication in the Monitor appears in yellow when the shutter 
speed is slower than 1/4 sec. Noise may appear in the dark part of the frame 
in this case. This noise in the form randomly spaced bright-colored pixels can 
be reduced with the Noise Reduction setting (p. 117). 



Check points 

• In ®ci mode, AUTO flash mode is automatically selected when the built-in 
Speedlight is released. The previously set Flash mode is selected in 0§ 
mode. 

• Vignetting may occur with speedlight illumination where the subject to camera 
distance is less than 70 cm (27.6 in.). 

• The Flash output of other Speedlights connected to the sync terminal is 
synchronized with the built-in Speedlight (p. 90). 



Controls In d@ mode, the selected Flash mode can be set to remain in the 
(P. 130) memory even when the power is turned off; this setting can be 
changed with the Memorize setting. 
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Setting the Exposure Compensation Vblue 



Shooting Mode jjjOl 



Exposure Compensation can be employed to deliberately offset the 
exposure from the measured value. Twelve Exposure Compensations 
from -2EV to +2EV in 1/3 steps can be set for various shooting 
purposes or situations. 

Rotate the Command dial while pressing the Exposure 
Compensation button until the desired compensation value is 
displayed. 



b + 
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• The Exposure Compensation mark in the Control panel and Exposure 

Compensation mark and compensation value in the Monitor are both displayed. 
Selectable Exposure Compensation values 

-?U«~ 1.1— 13**- I.Q— 0.1«~ £3.3 
+C.3- +£"!••+ I.3--+ !."!••+?£ 



Canceling Exposure Compensation 

Set the compensation value to 0.0. In So mode, turn the power off. 



Check point 

Exposure Compensation can also be selected from the Exposure Options > 
EXP. +/- menu (p. 110). 



Controls ] • In 0@ , the selected Exposure Compensation value can be set to 
(P. 130) remain in memory even when the power is turned off; this setting can 

be changed with the Memorize setting. 
• Other functions can be set to be selected with the Exposure 

Compensation button with FUNC. 2. In this case, Exposure 

Compensation cannot be set with the Exposure Compensation button 

(p. 131). 
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Acfustincj Sensitivity | stracngModeQi 



Sensitivity increases the use that the camera makes of available light, 
allowing faster shutter speeds to be employed. However as sensitivity 
is increased, the picture may become noisy. Standard sensitivity is 
equivalent to film ISO 100. The camera will automatically increase 
sensitivity in low levels of ambient lighting if set to AUTO. The 
sensitivity can be increased manually from the standard value to allow 
faster shutter speeds in low light. 



Set the Mode dial tool, then rotate the Command dial while 
pressing the sensitivity button until the desired sensitivity value is 
displayed. 

ISO 

(ED +M 



Setting 


Shooting sensitivity 


lOO 


Standard sensiti\/ity (equvalent to ISO 100) 

- ReoDrmnEndad ecept for shooting in dark condtions or with fast- nxung SLfcjects. 


200 


BqJvalert to ISO 200 


400 


BqJvalert to ISO 4O0 


800 


BqJ«alerttolSOaoO Note that the recorded image is rather noisy (800 is 
dsplayad in red in tine Meritor). 


AUTO 


Set standard sensitivity under norrral situations. If the brightness is lovv sensitivity 
is autorratically increased In SrUter-PriorityAjtoor ManLal BqDOSLre rrode, only 
standard sensitivity is selected 

• Wren AUTO is selected and sensitivity is automatically aojLBted in dark condtions, 
thelSOsersiti\ityirdcaticnisdsdayed in the Control panel and Monitor 




Canceling sensitivity setting 

Select AUTO to cancel the sensitivity setting. 
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Notes: Sensitivity Setting 

• Manual adjustment of Sensitivity is only possible in Ci@ mode. When the 
Mode dial is set to after Sensitivity is set, the setting temporarily is 
canceled and the camera automatically selects AUTO setting. If the Mode 
is set to <4® again, the previously adjusted Sensitivity returns. 
■ When the Sensitivity is set to ISO 200, 400 or 800, or Sensitivity is 
automatically increased in dark conditions with AUTO, a noisier image 
I to standard Sensitivity may be recorded, 
al shooting situations, 4O0 or lower Sensitivity setting is recommem 
; the 8O0 setting in a situation such as when you want to avoid effects ( 
amera shake by using a fast shutter speed. When using 800 Sensitivity, it 
recommended that you turn off the Image Sharpening (p. 114) in ShootJm 
menu. 



■ 
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Playback Mate [►! 



Playback 



Playback mode is used for reviewing pictures that are saved on the CF 
memory card, starting with the most recent first. 



Set the Mode dial to H 




• After a short pause, the most recent photograph is displayed in full-frame with 
information such as the folder name, file name (number and type), date and time 
of recording, Image size, Image quality mode and frame number. 

2 To view the previous or next photograph, press on the Multi 
selector. 

Playback Operation 



Previous 
photograph 


Next 
photograph 


Selecting a photograph — Rapid Scroll 
To scroll rapidly between photographs, simply press 
and hold the Multi selector. The frame count will 
increment or decrement depending on the scroll 
direction. Release the Multi selector to view the 
selected frame. 







Check points 

The message CARD CONTAINS NO IMAGES is displayed on the Monitor if the 
CF memory card contains no image file. 



Deleting photographs/ setting other Playback modes 



& 


Deleting photographs 


P- 
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MONITOR 

o 


Changing display on the 
Monitor p. 46 


:-: 

<s> 


Thumbnail Playback 


P- 
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• 

* * 


Display additional photo 
information p. 88 


ib 


Taking a closer look: 
Zooming in 


P- 
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Taking a Closer Look: Zooming In 



You can see more detail in the image by zooming into the desired area 
of the image. 



Set the Mode dial to H ■ 



i Press and hold the ® (Q, ) Zoom button to see the image in 




J 



• The amount of Zoom increases each time the ® button is pressed, up to a 
maximum magnification of 6.0X. (The Zoom icon and magnification factor are 
displayed in the upper left comer on the Monitor.) 

Operations for Zooming 



W) 


Zooms photograph in. 


Each time the © button is pressed, Zoom 
increases up to a maximum of 6.0X. 


do 


Cancels Zoom. 


Cancels Zoom returning the display to Full- 
frame playback. 


®._® 


Scrolls the image. 


Scrolls the image to reveal off-screen areas. 



Notes: 

• Before displaying another image, car 

ore time to zoom in an image t 
uality setting, 
corded in Ultra HS or Movie setting i 
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Playback— continued I Playback Mode [►] 



Thumbnail Playback 



Up to nine Thumbnail images can be displayed on the Monitor. The 
Thumbnail images can be viewed a page at a time and it is possible at 
any time to select one Thumbnail for Full-frame playback or deleting. 



1 Set the Mode dial to H. 

2 Press the Thumbnail CrZ) button once to display nine Thumbnail 
images, or twice to display four Thumbnail images. 




• If there are fewer than nine or four recorded images, they are displayed from the 
top left. 

• An image that has been displayed in Full-frame playback is highlighted by a 
yellow frame. 

Thumbnail Playback — how it works 





Select another image. 


Press trie MUti selector to* highlight the desired irrage. 

* ThLrrbnails are displaced fcxr or nine to a page. \Ahen 
the last or (first) irrage is reached, pressing the MUti 
Selector flips the display to the next (or prewous) page. 




Flip pages. 


To flip rapidyfrcrn page to page, rctie the Ccrrn~Bnd dial 
in the desired direction 
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Deleting p i njUjy raphs 



Playback Mode H 



By pressing the Delete (fjj) button in Full-frame playback or Thumbnail 
Playback you can delete individual images. 

The Delete selection in the Playback menu enables the deletion of all or selected 
photographs (p. 138). 

| Deleting Individual Photographs 

1 Set the Mode dial to H. 

• The most recent photograph is displayed on the Monitor. 

Display the photograph to be deleted using the Multi selector. 










K f i) 



) Press the Delete (!) button. 





HI* 


1 ERASE IMAGES 
YES OR NO ? 


MENU OFF * 


SELECT > SET 



• The Delete confirmation dialog is displayed. The photograph to be deleted is 
shown at the upper left in the dialog display. 

Press A/T on the Multi selector to highlight "Yes", then press ►. 



§ 



1 ERASE IMAGES 
YES OR NO ? 




• The delete operation is confirmed with a dialog, after which the next 
photograph is displayed. 

• To cancel delete, press 4 on the Multi selector or select No by pressing 
A/T, then press ► to return to Full-frame playback without deleting the 
photograph. 
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jj KJU-MJ aphS— CMrtirXJed Playback Mode E 



I Deleting Individual Photographs in Thumbnail Playback 

•m Highlight the image to be deleted using the Multi selector. The 
-L selected image is marked with a yellow highlight 





i 


& 



















I To delete the currently selected Thumbnail, press the f] button. 



El 

6 







1 ERASE IMAGES 
YES OR NO ? 






(HD) 



i Press A/T on the Multi selector to highlight "Yes", then press ► . 



§ 



1 ERASE IMAGES 
YES OR NO ? 



SELECT >SET 




• The delete operation is confirmed with a dialog, then the Monitor returns to 
the Thumbnail display. 



78 



Advanced operation 

This section provides complete descriptions of 
advanced camera operations. 



Ajtofocus Lock/ Auto Exposure Lock shooting Mode @o§ 



If the subject is outside of the Autofocus area, a feature called 
Autofocus lock can be used to maintain focus on the subject. 
Autofocus is locked by half pressing the shutter with the subject in the 
focus target area. At the same time, exposure for the main subject is 
memorized by the camera (Auto exposure lock). This function is 
convenient when the exposure should be defined by the subject. 



Center the main subject between the Autofocus brackets and 
■ lightly press the Shutter release button. 




) Keeping the Shutter release button lightly pressed, recompose 
■ and shoot 




• The Green LED lights when a subject is in focus, and focus and exposure are 
locked. 



Check points 

• The purpose of Auto exposure lock is to fix the exposure precisely on the 
subject The Center- Weighted or Spot Metering modes are most suited for this 
purpose. For setting metering, see page 97. 

• When shooting with the Autofocus lock, we recommend manually setting the 
focus target area (p. Ill) to the center (in 0§ mode). 
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Shooting Mode Q§ 



When the Mode dial is set to 0§, the camera-to-subject distance can 
be set manually by using Manual focus. This is convenient to ensure 
accurate focus when the shooting distance is known or in situations 
where Autofocus may not work as expected (p. 82). 



To select Manual Focus rotate the Command dial while pressing the 
Focus mode button. IMMHIM indication appears in the Control panel 
as co n fir ma tion. Keeping the Focus mode button pressed, rotate the 
Command dial again to display the shooting distance both on the 
Control panel and Monitor. 



M -FOCUS 



lEEjgjlljJ 1 PI H 1 











|— j ll'BJ'WIM] 


c n 
ou 




© 


NORMALl 


IS) 




• The shooting distance can be set in 49 steps from 0.02 m (0.06 ft.) to 10 m 
(30 ft.), plus infinity. 

• To confirm the chosen shooting distance in the Control panel, lightly press the 
Shutter release button. 



To Cancel Manual Focus mode 

Manual Focus mode is canceled by pressing the Focus mode button. The 
Focus mode then returns to the last mode before Manual focus was set. 



■ 



• When zooming with the shooting distance set less than 0.3 m (1.0 ft.), 
not possible in some zooming ranges. In this case, the shooting distan 
display in the Monitor lights in red as a warning. 

• Dis 
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StLBtions WiEreAUcfociE May not Wikas Expected ! shooting ivbde @q§ 



Autofocus does not perform well under the conditions listed below. You 
can Autofocus as detailed below. 



1. No subject detail for Autofocus system. 

• Very dark subjects. 

• Scenes with a pronounced difference in brightness (such as a subject in 
the shade with the sun in the background). 

• Low-contrast scenes (such as a subject whose clothing is the same color 
as a wall or other background). 



In these instances, the following alternative focus method is 
suggested. 

Focus on a different subject located at the same distance and that has the 
same brightness but high contrast, use Autofocus lock (p. 80), then recompose 
and shoot. 



2. Conflicting or confusing subject detail. 

• Scenes with subjects located at different distances from the camera. 

• Fast- moving subjects 



In these instances, the following alternative focus method is 
suggested. 

Focus on a different subject located at the same distance and that has the 
same brightness, use Autofocus lock (p. 80), then recompose and shoot. 



Note: Focus lock 

When you lock focus, make sure to mentally check the exposure as Auto 
exposure is locked at the same time. 
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Record ng McMC^MoMe Playback shooting Made oi /playback Mxfe 3 



A Movie can be recorded for a maximum of approx. 40 seconds. Each 
frame has NORMAL Image quality and is of QVGA Image size (320 x 
240 pixels). The recorded Movie image can be played back on the 
Monitor. 



Movie Shooting Mode 

•a Select "Continuous" > "Movie" (p. 99) in the Shooting menu in 
-Lai mode- 




2 Fully depress the Shutter release button to start recording your 
movie. 



^ Fully depress the Shutter release button again to stop recording. 

• If you forget to fully depress the Shutter release button to end the movie, the 
camera will automatically stop the operation after 40 seconds. 

• The camera records movies at 15 frames per second in QVGA size (320 x 
240 pixels). The file is recorded in QuickTime format (DOS file extension 
".MOV"). 



Movie Playback Mode 
Press ouai button to play back the movie. 

• After completing the playback, the final frame is displayed for one second, and 
then returns to the still image of the first frame. 



B (§mSM l 1/ i 




Record ng MoMQ^MDMe Playback— continued 



Operation in Movie Playback mode 



When the first frame is displayed as a still image 



(qual) 


Start movie 


After completing the playback, the final frame is 
displayed for one second, and then returns to 
the still image of the first frame. 


While movie is in progress 


H 

& 


Pause movie 


The movie stops and a still image of the frame 
when the button was pressed is displayed. 


While the movie is paused (still image display except the first frame) 


(qual) 


Resume movie 


Resume Movie Playback from the displayed still 
image 




Display previous frame 


Display the previous frame of the movie 




(While a frame in the 
middle is displayed) 
Display next frame 


Display the next frame of the movie 


(While the last frame 

is displayed) 

End movie Playback 


The first frame is displayed after ending movie 
Playback 
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Quick Delete/ hblcing the Image in the Display 



Shooting Mode jjjOjjjl 



When taking photographs with the Monitor on, it is possible to 
immediately cancel the image being recorded and to extend the 
display of a wanted image after the shutter is released. 



Press the delete button ® while an image is being recorded and f 
is displayed on the Monitor. 




• When the delete button is pressed, the confirmation dialog appears. Select Yes 
by pressing the A/T on the Multi selector and press ► to cancel recording of 
the image data to the CF memory card. 

/ \ 

Check point 

When Disable delete in the Shooting SET-UP menu is On, the % is not 
displayed when the delete button is pressed. The dialog CANNOT DELETE 
FILE appears in the Monitor and the image cannot be deleted (p. 135). 
> < 



Press the Flash Mode button GD while an image is being recorded 
and is displayed on the Monitor. 





• The mark is displayed on the Monitor and the image is held for 20 seconds 
after which the image is saved to the memory card and the display returns to the 
normal shooting display. 

• The displayed image can also be saved as any time by pressing the Flash mode 
button <E> while the indication is displayed. To cancel, press the delete O 
button. The delete confirmation dialog appears, from which is it possible to delete 
the image. 
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Quick Review Ma^FUI-Screen Re^ew Made [^^^^^fo| 

Quick review mode/Full-screen review mode is set by pressing the 
QUICK review button ™ in Shooting mode @0§. 
These two review modes enable you to quickly review and confirm the 
image without having to turn the Mode dial from @0§ to H- 

• The display in the Monitor changes as follows each time the QUICK CD button is 
pressed when the Mode dial is set to Shooting mode ®0@ . 

► Shooting mode — ► Quick review mode — ► Full-screen review — 

mode 



Press the QUICK CD button in a Shooting mode @Q§ to set the 
camera to Quick review mode. 



QUICKIE] 




• In Quick review mode, a small image of the most recent shot is displayed in the 
top left comer of the Monitor. Pressing the Multi selector scrolls through the saved 
images on the CF memory card. It is possible to take further photos at any time. 

• When there are no recorded images available, the Monitor displays the message 
CARD CONTAINS NO IMAGES and returns to the Shooting mode display. 

various operations in Quick review mode 

• In Quick review mode, the Focus mode button G**) , Flash mode button G±) 
(when the built-in Speedlight is raised). Exposure Compensation button and 
Zoom buttons remain active. 

• Previously set Shooting mode conditions (Exposure value, Autofocus, White 
balance [Auto]) are memorized in Quick review mode. 

Completing the Quick review mode 

• The following operations end the Quick review mode and return the camera to 
Shooting mode. 

• Lightly pressing the Shutter release button 

• Setting the Mode dial to another position 

• When the camera's power is turned off automatically by the Auto Power-off 
function 
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Press the QUICK o button in the Quick review mode to set the 
camera to Full- Screen Review mode. 



• When the QUICK button CD is pressed in the Quick review mode, the small 
image is enlarged and displayed full-screen. This sets the camera in a temporary 
Playback mode so that the normal playback functions of Zoom, Delete and 
Thumbnail playback are possible. 

Completing the Full-screen review mode 

• The following operations end the Full-screen review mode and return the camera 
to Shooting mode. 

• Pressing the QUICK button CD 

• Lightly pressing the Shutter release button 

• Setting the Mode dial to another position 

• When the camera's power is turned off automatically by the Auto Power-off 
function 
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Viewing Adcftional Picture Inforrrati 



Rotating the Command dial changes the display to the following five 
screens while a picture is displayed on the Monitor in any Full-frame 
playback mode. 

1. Basic display 

2. Detailed information display 1 

3. Detailed information display 2 

4. Histogram display 

5. Focus confirmation display 

• The contents of the image information displayed are as follows. 
1. Basic display screen 



Display 


Descripbon 


lOO Nkcn 


Fddernarre 


LAJZJ.J rvj 


m ■ "r ~V'"y~"*~ (tt~v^ l^crl- ZL n rrl^^c 3r>H filr~^ 
nilfcr 1 KA 1 \u fcr ictoi. \ KJ l l_fcj;s d LJ 1 llfcr Lyj„*rr/ 




Battery indication (dsplaved only v\hen battery 
power is insuffidert) 




Ajto transfer icon (dsdayed on the image in the 
Ajto transfer setting) 


lc~ll 


Print- order selection icon (displayed on the print- 
ordered image) 


O-n 


Protect icon (dsdayed on the protected image) 


25/40 


Frarre rxjirberActal nLrrberof frames ysibe in 
current fdder 


2O01. 07. 25 


Hate when the pictLre was taken 


12:00 


Time when the pictLre v\as taken 




Image size (UX&K SX(^\ \^\ 3:2, QwG^ 


RINE 


Irrage quality (H, FlfXE, NCRMAL, BASIQ 



2. Detailed information display 1 






CAMERA : E995 


Camera t^pe 


RBMVBi : E995V1.0 


Firrrv\ere \>ersicn (dsplayed only cn 
images shct with CECLPIX995) 


METERING 


MATRIX 


Metering system 


MCCE 


P 


Efcposixe mode 


shutter 


veo 


Shutter speed 


APEKTLRE 


f2.6 


Apertue 


EXP +/- 


0.0 


E>posLfe Cbrrpensation 


F=OC0L LENGTH 


f8.2rrm 


Focal length 


F=OCLB : AF 


Focus mode (Distance setting 
irforrrBtion v\hen in Manual focus) 
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3. Detailed information display 2 








SPEEOJGHT 


: CN 


Flash status 


IMGAq LET 


:AUTO 


IrrEge adjustment 


SB\BmvrrY 


: AUTO 


Sensitiuty (ISO equix-alency) 


VU-TTEBOL 


: AUTO 


WitE balance 


SATLRAnCN 


: +1 


Sabjation central 


SH0RPr\E5S 


: AUTO 


Image sharpening 


aCJTALTELE 


: XL.O0 


DgiLal aDom ratio 


CONMzKIL-K 


: CFF 


Lens converter sL-dUjs 


HLESIZE 


: 713KB 


File size (kilobytes) 



4. Histogram display 











1 * 



Display 


Description 


ThLirbnail image 


highlighted part of image flashes in 
dack/\Ahite to shew ouer-expesed areas 


Hstegram 


Shew histogram of dsdayed image 


Shooting inferrratien 


Sheeting irfcrrration of dsplayed image 
(file nLrrber and type, metering system 
shutter speed, aperture, Exposure 
Qerrpensabcn, sensiti^ty) 



• The Histogram display shows the distribution of tones in the image: the horizontal 
axis ranges from black (left) to white (right), while the vertical axis shows the 
number of pixels of each brightness in the image. A properly exposed image will 
extend close to the ends of the histogram and should not have a large value at 
the extremes of the tone range. 

5. Focus confirmation display 



■ 






Focus confirmation irrage 


Portions of inrage in focus are sharply 
outlined 


Shooting irformation 


Shooting inferrratien of dsdayed image 
(file m-rrber and ty^e, focal length, 
shutter speed aperbje, Focus mode 
[dstance setting information in Manual 
focus], selected AF area, Ndse 
Reduction) 



89 



External Nikon Speedlights can be accommodated by using the 
optional Multi-Flash Bracket Unit SK-E900. 



Remove the Sync terminal cover and connect the camera plug of 
■ the multiple flash adapter. 




• The following Nikon optional Speedlights can be used: SB-28DX, SB-28, SB- 
26, SB-25, SB-24, SB-22s and SB-22. Please contact an authorized Nikon 
dealer or service center about using other Nikon Speedlights. 

• In Macro close-up mode, it is recommend that you take trial shots and 
confirm that the image in the Monitor is correctly exposed. 

• Set the Zoom-head position wider than 28mm. 

The Power Zoom function of Speedlights does not function when attached to 
the COOLPIX995. Please set the Zoom-head position manually. 

• The AF assist illuminator of the Speed light does not illuminate. 

• For the basic functions and operations of Multi-Flash Bracket Unit SK-E900 
and optional Speedlights, please refer to the instruction manuals supplied 
with each accessory 



Check point 

With the Speedlight Opt > Int Flash Off in Shooting SET-UP menu 0§ , it is 
possible to set the built-in Speedlight so that it does not fire, and to Are the 
external Speedlight only (p. 133). 



Note: Flash Units Made by Manufacturers other than Nikon 

Use only Nikon Speedlights. Other units may damage the camera's electrical 
circuitry due to incompatible voltage requirements, electric contact alignment < 
switching phase. 
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Using the Camera 



This section describes the menus used to manac 
the more advanced features available on the 
COOLP 1X995. 

Separate menus are available for each mode: 



Menu 


Function 


Mode 


Page 


Shooting 


Advanced Shooting options 
(e.g., White Balance, 
Metering, Continuous) 




92-119 




Basic camera setup (e.g., 
formatting CF memory cards, 


®o 


120-129 


SET-UP 


setting date/time). SET-UP 
menus for the and [►] 
modes are accessible from 
the Shooting and Playback 
menus respectively. 
The options available depend 
on the operation mode 


o§ 


120-135 


E 


148-152 


Playback 


Playback options 


E 


136-147 



The Menus share a common operation method, making it 
easy for you to learn and remember how to navigate 
around the menus and make selections quickly and 
confidently. 




Setting Shooting Menus | stating Made q§ 



In o§ Shooting mode, the Shooting menu provides access to a range 
of camera setting adjustments, such as the White balance, Saturation 
control and Noise reduction. 



The Shooting menu contains two pages of advanced shooting options: 

SHOOTING MENU 1 




SHOOTING MENU 2 




A WTTE BALANCE 




R 95 


[Kl METERING 




R 97 


fsl CONTINUOUS 


8 


R 99 


BSS BEST SHOT SELECTCR S 


R 102 


A3 IMAGE fiQ U5TMENT 




R 104 


O SATURATION GCNTRGL 


s 


R 105 


l2£ LENS 




R 106 




[J USER SETTING 


s 


R 108 


EXR EXPCEURE CFna\E 


R 109 


fcos foqjs options 


R 111 


AO IMAGE SHARPENING 


s 


R 114 


BKTI /AUTO BRACKETING 


R 115 


NR NaSERECUCnON 


R 117 


C RESET ALL 


R 118 



Displaying the Shooting Menu 



Set the Mode dial to Q§ and press the MENU button to display the 
Shooting menu on the Monitor. 

• The desired menu item can be selected with the Multi selector. 




• To go back one step, press A on the Multi selector. 

• Changes to settings apply as soon as the selection is made. 



Check point 

In the Oil and ®0 Shooting modes, pressing the Shutter button will cause the 
camera to quit the MENU and return to Shooting mode for as long as the 
shutter is lightly pressed. 
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Choosing from the Shooting Menu 




1 Select the Shooting menu item. 

• Press A./V on the Multi selector to highlight the desired menu item, then 
press ► to display the options for the selected item. 




2 Select the option for the selected item 

• Press A./V to highlight the desired option, then press ► to display further 
options for the selected option. 




^ Set the option. 

• Press A/T to highlight the option, then press ► to confirm. The Monitor 
then returns to the Shooting menu. 




y| Complete the setting by pressing the MENU button. 

•The Monitor then returns to 0® Shooting mode. 




Selling Shooting Menus-corned [sho^i^e 



Check points: Moving from page to page 

• In the 0@ Shooting mode, two menu pages follow each other so that when 
you reach the end of page l.page 2 then appears. The number tab for the 
active page is highlighted in white. To move to the SET-UP page, press -4 on 
the Multi selector to turn the white tab orange. Then press A/V on the Multi 
selector to move between pages 1, 2 and Set Up. Select the S tab with A/T 
to display SET-UP 1 and press ►. 

• In the G@ Shooting mode, if MENU PAGE 2 is displayed in the lower left 
corner of the menu screen, pressing the MENU button will display the second 
page of the menu. Pressing the MENU button when MENU OFF is displayed 
clears the menu from the Monitor. 



If the symbol S (Command dial) appears to the right of a menu item, you can 
select an option quickly by rotating the Command dial instead of using the Multi 
selector 



Select the menu item with the Multi selector. 




^WAGE2 ▼ SELECT ►SFT 



I Rotate the Command dial to display the icon for the desired 
■ option. 




• Complete the setting by pressing the MENU button twice in SHOOTING MENU 1 
or once in SHOOTING MENU 2. 
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WHITE BALANCE Q 



Human vision compensates for variations in the color of normal 
ambient lighting so that we see white and gray objects as neutral. Film 
cameras cannot compensate for such changes in lighting (called the 
color temperature) except by the choice of film, or in some cases by 
using filters. Digital cameras attempt to mimic humans by measuring 
the color temperature and compensating automatically. This is known 
as White Balance. The White Balance may be preset to one of a 
number of fixed values and can also be measured manually. 




A Auto 


WitE balance is npaasLrad and acjusted 
autorTBtjcally 


tfil VU-iite E3al Preset 


\A4ite balance is measuTed and acjusted 
using the odor tenrperatLre 
measLfisment for a sarrple placed in the 
same lighting as the SLiqject 


;$5 Fine S » 


Preset for bright daylight 


tfc Incandescent S *i 


Preset for incandescent (tungsten) light 


™5 Fluorescent ^5 


Preset for fluorescent light 


4. aoudy S *i 


Preset for douoy or Ouercast skies 


i Speedlight S *i 


Preset for flash photography 




• The White Balance icon is 
displayed on the Monitor 
when a White Balance 

setting other than Auto is 
selected. 



*1 You can make additional fine 
adjustments to the White 
Balance through a range of 
-3 to +3 (in single steps) by 
rotating the Command dial. A 
negative adjustment tends to 
make the image reddish 
while a positive adjustment 
tends to make the image 
bluish. Press ► on the Multi 
selector to set the 
adjustment. 

*2 You can select FL1, FL2 or 
FL3 for different types of 
fluorescent light, such as 
warm daylight, neutral etc., 
by rotating the Command 
dial. 





Selection 


Light source 


FL1 


WiteOAi 


FL2 


CaylightwiTite (Neutral, N) 


FL3 


Cayiight(0 
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ing Shooting Menus— continued | shooiirgivbdeQ§ 



— Preset White Balance — 

In certain lighting, you may find that you can obtain a more accurate color balance 
by measuring the color temperature of the light manually. The Preset White 
Balance function allows you to photograph a neutral object (usually a piece of gray 
card) from which the camera calculates the color temperature. The camera then 
automatically recalibrates the white balance according to the result. 

• When White Bal Preset is selected, the camera will 
Zoom in and the preset white-balance menu will 
appear on the Monitor. 




Cancel 

Select Cancel to abort the Preset White Balance setting, and then press the ► 
on the Multi selector to return the white balance to its most recent setting. The lens 
also returns to its previous position. 

Measure 

To measure the color temperature, select Measure and then place a flat neutral 
object such as a piece of gray card in the same lighting as the intended subject. 
Then press ► on the Multi selector to take a sample image. The camera measures 
the color temperature and the recalibrates the white balance. 



Note: 

When you select Measure, the camera will beep and zoom out but no 
photograph will be taken. 
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METERING 



The METERING menu offers a choice of four metering methods. 
Choose the best metering method for your composition and lighting 
conditions. 




[ES| Matrix 


Good for most situations. 


| » | Spot 


Best Wren yyj v\art to set the exposure 
based cn a small area of the picture, 
(eg. asLfcjectsuTOLrdedbyaoark 
backrroLnd). 


HT1 Center-Weighted 


A usefU carrprorrise between Spot and 
Matrix LsefU when the lighting on the 
subject is to be used to define the 
exposure but extends Ouer a larger area 


E3 Spot AF Area 


Set Spot AFAnea Metering when you 
wart the exposure maasLrement to be 
defined by the selected AF area target 



Metering system 


Characteristic 


Shooting situations 


(If) Matrix 


DEterrrines the exposure maasLrement by 
dudng up the inrage into 256 separate 
elements and creating an appropriate 
exposure calculation according to the 
particLjar balance of subject and 
bacigajTd 


Recommended for use in 
mcst situations. 


(Z) SPOt 


The camera measLres light in an area in 
the center of the frame occupying roughly 
1/32 of the total Monitor area, indcated by 
the square in center of the Monitor 


Best used when the sutject 
is backlit or there is a 
pronounced cortrast in the 
frame such that exposure 
should be based on a just a 
small area of the frame. 


|~0~| Qrter-Wfeighted 


Exposure is calculated based on the central 
1/4 of the entire frame contributing 80 
percent of the exposure calcUaticn. Wren 
you use the Digital zccrct Center- V\eighted 
Metering is automatically selected 


LsefU when you want to 
base the exposure 
rreasurement on the center 
of the frame. 



* Metering method is automatically set to Center-Weighted when Digital zoom is 
activated. 
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Setting Shooting Menus— continued | snooting r^xta o§ 



Spot AF Area 



Characteristic 



SpctAF Ates Metering can be selected 
when the aurrfbcus mode in FOCUS 
OPTIONS > AF Area Mode (p ill) 
in Shooting Mode Orl is set to Auto or 
Manual. 

Auto: Ajtomatically shifts the Spct 

Metering area to one of five 

focus areas. 
Manual: Spot Metering area is shifted to 

oneaffi\e focus areas inthe^F 

Area selected 
Off Matrix Metering is auterratically 



\Ahen the Monitor is off, the metering area 
does not shift to the AF target area and 
remains fi>ed in the center AFAneEL 



Shooting situations 



LteefU Wren you \Aantto 
base the exposure on a sttbII 
area vythin the frame vythout 
changing the corrpositicn 
since the metering area shifts 
vyth the AF Aea. 



• When you set the Metering mode, the Metering indications are displayed on the 
Control panel and on the Monitor. 




Spot Metering Area 
display 
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CONTINUOUS 



The COOLP 1X995 is capable of taking shots singly or in a continuous 
sequence at a number of different frame rates and resolutions. 




[si Single 



Oil Continuous 



Multi-shot 16 



□I VGo,Sequence 



QJl 



%! Ultra HS 



Movie 



Records a single piebje when you press the 
Shutter release button. 



Recctds images cortinuously at the highest 
possible speed 



Records 16 snrell images as a collage in 
ore inrage size 



Records images at low resolution at 2 fps. 



Records 7Q frames at 3Q fps. 



Recctds a rrouieflle 



Options 


Description 


Selectable 
Image Size 

(piXEl) 


Selectable 
Image 

™ — 


Shoaling 

speed (in 

NCRMAL) 


fsl Single 


Records a sir^efT^rre each tine you 
press the Shutter release button fully 


All Irrage 
Size 


All Irrage 
quality rrcde 




□|| Continuous 


Record i mage continuously fcr as leng 
as the Shutter release button is kept 
fUly depressed urtil the rrerroy 
buffer beccrres fUl. 


All Irrage 
Size 


Ctrertt-enH 


Approx 
1.5fps* in 
FLLL 


BH|| Multi-shot 16 


V\hen you press the Shutter release 
button fUly 16 consecutive images are 
recorded and corrbined into a singe- 
image odlaga 


FULL 
(2048 x 
1536) 


Ctrertt-enH 




Q| V&K Sequence 


Records images ccrtinuously at high- 
speed for as long as the Shutter 
release button is kept fully depressed. 
Because the irrages are snail 
corrpared to the buffer capadty, you 
can continue to record image until the 
CF rrerroy card is full. 


\X3\ 
(640x480) 


NCRMOL 


Approx 
2fps* 


^ Ultra HS 


V\hen you press the Shutter release 
button fully 70 images are recorded at 
approx 30fps. The images are stored 
in a unique new folder designated 

"N " created e^ery tirre an Ultra 

HS sequence Is recorded ^Jl 70 
images are sa\«d in this folder: 


(320 x 240) 


NCRMOL 


Approx 
30fps 


Movie 


Records a irrwe up to approx. 40 sec. 
in length Vvhen you press the Shutter 
release button fully To interrupt rrcwe 
leccrcing press the Shutter release 
button fully again. 


CM3\ 
(320 x 240) 


NORMAL 


Approx 
15fps 
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Setting Shooting Menus— continued | shoodrg r^xta o§ 



* The shooting speed varies with the memory available in the camera. 

• Once shooting has commenced, the Autofocus mode, exposure value and white 
balance settings in the Continuous, Multi-shot 16, VGA Sequence and Ultra 
HS modes are fixed at their initial values 



looting a sequence, do not remove the CF memory card from tfie 
i until all the pictures have been saved. In Ultra HS or Movie mode, 
images are first recorded in the camera's buffer memory and then saved on the 
CF memory card, which takes longer. The (2 ) indication is displayed while the 
camera is saving images to the CF Memory. 



• The Continuous menu settings (other than Single) are indicated by an icon on the 
Control panel and on the Monitor. 




VGA Sequence 



Ultra HS 




Check point 

The progress of continuous shooting is indicated on the 
Monitor in Ultra HS mode. Shooting can be interrupted by 
releasing your finger from the shutter release button. 
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Ultra HS and Movie mode 

• To playback images recorded in Ultra HS mode, set the Folders setting to All 

Folders or to one of the folders that starts with "N " in which Ultra HS 

sequences are stored. Note that when you set the camera (from the Reset All 
menu), the Folders setting is reset to All Folders. 

• When you take a self portrait with the camera lens swiveled to point 
backwards, the image displayed on the Monitor during shooting and the 
image displayed during playback both appear upside down. 

• To use Ultra HS or Movie mode, the Monitor must be turned on. Single frame 
shooting is automatically selected when the Monitor is off. 

• The Best Shot Selector, Auto Bracketing and Focus Confirmation 
functions are set to off in Movie mode. 

• The Best Shot Selector, Auto Bracketing functions are set to off in Ultra HS 
mode. 



Notes: Speedlight 

• When a Continuous mode 
dlight does not Are even whi 

commended that you close the Speedlight since undei 

• Multiple flash (operation with more than one Speedlight) (p. 90) can be usi 
Single, Continuous, Multi-shot 16 and VGA Sequence modes (with the 
optional multiple flash bracket SK-E900 [p. 162], etc.). In multiple flash 
shooting, be sure to set the built-in Speedlight to the up position since the 
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MenUS — continued | Shooting Made Q§ 



BEST SHOT SELECTOR 



The Best Shot Selector function is most effective in situations where 
inadvertent camera movement may affect the outcome of the 
photograph, such as the following: 

• The camera is zoomed in or you are using an optional teleconverter 
lens attachment. 

• you are using Macro Close-up 

• the subject is dark and the shutter speed is slow 



TSHOT SELECTOR 




BSS off 


Best Shot Selector off 


BSS On 


Best Shot Selector on 



BSS ^ 


Efcst Shot Selector is off and the regular Shooting mode is used. 


BSS On 


hblcing down the Shutter release button fUly records up to lO images 
continuously The reccnded images are stored in the camera's buffer memory 
and the most sharply focused image is autrxratically selected after the sequence 
is corrdete. The selected inrage is then stored on the CF rrerrcrycard. 
Ajtofocus, exposure and white balance settings are determined by the settings 
for the first frarre. 



Best Shot Selector 

• The Best Shot Selector cannot be set to On in the following situations 
When Continuous mode is set to Continuous, Multi-shot 16, VGA 
Sequence, Ultra HS or Movie (p. 99). 
When the Image Quality mode is set to HI (p. 58). 

• Even when raised, the built-in Speedlight does not fire when the Best 
Selector is on. 

The Best Shot Selector function may not be effective in recording the most 
sharply focused image when it is used to shoot a fast- moving subject or if 
omposition is changed during continuous shooting. 



• Eve 
Sel 

•The 

she 
cor 




the 
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When the Best Shot Selector is On, the Best Shot 
Selector indication is displayed on the Monitor. 
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MenUS — continued | Shoaling Made Q§ 



IMAGE ADJ USTMENT O 



When you take a photograph, the camera automatically compensates 
for optical brightness and contrast before recording the photograph on 
the CF memory card. The Image Adjustment menu gives you control 
over this image compensation. 




0— Dark' 

menu OFF * 



A3 Auto 


Image is adjusted automatically. 


0 Normal 


Image adjustment is fixed at 
standard level 


3+ More Contrast 


Increases the image contrast 


3 — Less Contrast 


Decreases the image contrast 


0 + Lighten Image 


Increases the image brightness 


O — Darken Image 


Decreases the image brightness 



Option 


Description 


A3 Auto 


"The camera automatically adjusts the contrast and brightness cf the 
image acccralng Id shooting condtions. 


0 Normal 


The camera performs same sLj Ltad brightness and contrast 
aojustmentforall images. This setting is neccrrmerded for images 
that will later be retouched cn a computer 


3+ More Contrast 


The inrage is processed to emphasise the dffenence between light and 
dark areas. This is useful when shooting landscapes and foggy or 
doudy scenes. 


3 — Less Contrast 


The inrege is processed to reduce the dffenence between light and 
dark areas. This is useful inccnoltions where the light is \>ery bright 
with strong shadows cast cn the subject 


■0 + Lighten Image 


Increases the brightness of mid- tones in the image without affecting 
detail in the highlights and shadows. This setting can be used cn 
images that appear too dark when dsdayed or printed 


"0 — Darken Image 


Decreases the brightness of mid-tones in the image without affecting 
detail in the highlights cr shadows. TMs setting can be used cn 
images that appear too bright when dsdayed or printed 




• The Image Adjustment indication is displayed 
on the Monitor when an Image Adjustment 
other than Auto or Normal is set 
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SATURATION CONTROL O 



Adjust the Saturation to control the intensity of color in the picture. In 
this mode, you can specify a B&W (black-and-white) image. 



SATURATION CONTROL 




+1 Maximum 


Sets the saturation level to +1. 


O Normal 


Sets the saturation level to normal. 


-1 Moderate 


Sets the saturation level to -1. 


-2 Minimum 


Sets the saturation level to -2. 


ID B&W 


Sets image to black-and-white. 





+1 Maximum 


Increases the odor saturation of the image. Suitable for drect printing 
where a photo- print effect is required 


O Normal 
-1 Moderate 
-2 Minimum 


Sets the saturation central le\e" to normal. Saturation can be decreased to 
normal to-1 (moderate ) or -2 (rririmurri. Suitable for inrBges intended 
for si hsequent retouching or maripJaticn cn a computer 


I B&W 


Images are recorded as monochrome date and the dsday cn the Meritor 
also changes to black-and-white. The size of the image file is the same as 
for the cdor image but the resdution is higher. 




• The B&W (black-and-white) indication is displayed on 
the Monitor when B&W is selected. 
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fig MenUS— continued I ShooBng Made Q§ 



LENS 



Optional lens converters for wideangle, telephoto and fisheye photography 
can be used with the COOLPIX995. A Slide Copy Adapter is also available. 
Each of these converter is adapted to a particular combination of settings, 
such as the Focus mode, Zoom position and Metering method. 




qS5 Normal 


[Stomal setting 


Wide Adapter 


Wdeangle Cdrruerter setting 


»7 Telephoto 1 


2x Telephoto Converter "TC-E2 setting 


Telephoto 2 


Bxiaephoto Converter TC-E3ED setting 


^ir 1 Fisheye 1 


Rst-eye Cbr^erter setting 
(Beoords a drcUar image) 


Fisheye 2 


Fisheye Converter setting (The comers of 
the rectangJar image are inducted in 
irrage) 


Slide Copy Adptr 


Slide Copy Adapter setting 



\7f Wide Adapter 


*1 


\Aldest angle 


Enabled after setting 


Telephoto 1 


*1 


Ma>dnxmteJeph3to 


Enabled after setting 


^Sf Telephoto 2 


*1 


Ma>dnxrn telephoto 


Enabled after setting 


^Sr" Fisheye 1*2 


(n»s)i9 (T3T)*a 


\Aldest angle 


□sabed 


Fisheye 2 




Mcfcle 


□sabed 


Igf Slide Copy Adptr** 15 




Macro 


Enabled after setting 



*1 The buit-in Speedlight is set to Flash Cancel. Only an optional external Speedlight can be tired. 
*2 The Focal length is fixed to infinity, the metering system to Center-Weighted and the range of 

selectable apertures is limited. 
*3 The Self-timer can be set. 

M Both the built-in Speedlight and any optional external Speedlight are set to Flash Cancel. 
*5 Less contrast is set for Image Adjustment and compensation of +0.7 EV is set. This can be 
changed after the setting is made. 



Swivel Lock 

The Swivel Lock function, prevents the lens section of the 
camera from being unintentionally swiveled beyond the 
horizontal position by the weight of an optional lens 
converter. 

Slide the Swivel Lock lever in the direction of the arrow 
to activate the Swivel Lock function and lock the lens 
section of the camera so that it cannot be rotated more 
than 90° forward (vertical position). 
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— Slide Copy Adapter — 

Select Slide Copy Adptr when the camera is attached to a Slide Copy 
Adapter to copy a 35mm type color slide film or check the images on 
negative film. 

m 




Positive 


Setting for color slide film 


Inverse Color 


Setting for negative film 



Inverse color mode 

• Bright lighting is required in Inverse Color mode when checking negative film 
on a Slide Copy Adapter. If the lighting is insufficient the image on the Monitor 
appears too bright. If the image is affected by noise (interference), set the 
Image Sharpening to Off or Low (p. 114). 

• Inverse Color mode is only intended for checking negative film, and Image 
quality varies significantly depending on the type or manufacturer of the film 
being used. To obtain high-quality images, use of a film scanner such as the 
Nikon COOLSCAN is recommended. 



Notes: Lens setting 

• The built-in Speedlight does not fire when the Lens settings is set to 
Fisheye 2 or Slide Copy Adptr. The Flash Cancel ® indication is 
played on the Control panel and Monitor. 

'. instruction manual for the optional lens converter or Slide 
' details. 





• The Lens setting indication is displayed on the 
Monitor when a Lens setting other than Normal 
is selected. 

• When Fisheye 1 is selected, the Infinity ik and 
Center-Weighted Metering [¥] indications are 
also displayed on the Monitor. 

• When Slide Copy Adptr is selected, the Macro 
A and Less Contrast 3— indications are also 
displayed on the Monitor. 
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USER SETTING 



The camera can "memorize" up to three combinations of settings, 
including White Balance, Metering, Continuous, Best Shot Selector, 
Image Adjustment, Saturation Control, Lens and Image Sharpening. 
These settings can be recalled as desired, allowing you to create 
separate combinations of settings for different shooting conditions and 
then recall them later at a touch. 




[T] User Setting 1 


Desired combination of menu 
settings can be stored in memory. 


[2] User Setting 2 


[3] User Setting 3 



Select User Setting. The User Setting number and the icons for 
• the menu items are displayed. 

• By default, any changes made to settings are automatically saved as User 
Settingl. 

• Settings that have not been changed from the default values are shown in 
white. Settings that differ from the defaults are shown in orange. 



) To store the desired settings in User Setting 2 or 3, highlight 2 or 
. 3 by pressing ▲/ Y on the Multi selector and then press •<(/► to 
select. Then, set the desired menu Hern from the Shooting menu. 

• The icon for the selected menu item is displayed in orange. 

• When menu item option is changed in each User Setting number, the new 
setting is stored in memory. 




• The User Setting number is displayed in the 
upper left corner of the Monitor when User 
Setting 2 or 3 is selected. 
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EXPOSURE OPTIONS 

In certain cases, you may want to modify the exposure setting as 
metered by the camera so as to intentionally over- or underexpose the 
image. This is known as exposure compensation. Alternatively, you 
may wish to maintain the same exposure over a number of different 
images, for example when you are taking pictures that must be 
composited or displayed together. 



AE Lock Setting Exposure Lock 

EXP. ■+/- Setting Exposure Compensation 

Exposure mode Setting Exposure mode 




— AE Lock — 

Use the AE Lock to record a number of shots with the same aperture, 
shutter speed, sensitivity and white balance settings. This is useful in 
situations such as when you want to join or retouch images on a 
computer. 

• AE-L (Auto Exposure Lock) 
and WB-L (White Balance 
Lock) are displayed on the 
Monitor when AE Lock is set. 
If you choose Reset these 
icons will turn yellow to 
indicate that exposure will be 
reset with the next shot 



Off 


ExpcELre Lock is canceled and norn-al exposLie control is resured. 


On 


BposLie control (aperfjLie, shutter speed, sensiriuty and write balance) are looted to 

the settings for the first inrage recorded after On setting. 

• The flash is canceled. Co not release the bult-in Speedight 


Reset 


Locked e>posLnB control is reset and the exposire control (the apertue, shutter 
speed, sensitiyty and write balance settings) will be looted to the settings for the 
first irrage recorded after resetting 
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Setting Shorting Menus-cammed | MnB M«iBflB 



— Exposure Compensation — 

Exposure metering can be offset to allow manual compensation for 
more creative control of your pictures. Twelve settings are available for 
Exposure Compensation, from -2EV to +2EV in 1/3- EV steps. 
■ 




• The Exposure Compensation indication M is displayed on the Control panel and 
both \M and the compensation value are shown on the Monitor when the 
Exposure Compensation is set. 



Check point 

The flash output level is also adjusted when the Speed light is used. To adjust 
only the flash output level and leave the exposure metering as determined by 
the camera, select Speedlight Opt Variable Power in the Shooting SET-UP 
menu (p. 133). 



— Exposure mode — 

The Exposure mode can be selected by pressing the Multi selector 
instead of using the MODE button and the Command dial. This option 
cannot be selected if MODE is assigned to either the FUNC. 1 or 
FUNC. 2 button in the Controls setting (p. 130) in the Shooting SET-UP 
menu. See p. 65 for the characteristics of the Exposure modes and 
details on using them. 




Check point 

Set the shutter speed in the 5 exposure mode or the aperture in the R exposure 
mode by rotating the Command dial as described in "Setting the Exposure 
mode" on p. 64. However, in !"i exposure mode, set M (A) to select the aperture 
and M (S) to select the shutter speed by rotating the Command dial. 
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FOCUS OPTIONS 

You can use the Focus Options menu to select the AF Area Mode, 
change the Auto-Focus Mode, select Focus Confirmation or change 
the Distance Units. 




AF Area Mode Setting ^FAtbb mode selection 

Auto- Foe US Mode Sets the aUtefocus mode 

FOCUS Confirmation Sets the focus corfirrrBtion selection 

Distance Units Sets the units used for dstance dsplay 



— AF Area Mode — 

Focus using the five AF Areas on the Monitor. 

• When Manual is 
selected in AF Area 
Mode, press the 
Multi selector up, 
down, left or right to 
select the AF Area. 













it 




f 










H t m 



Auto 


AH fi\eAF Aeas ae used to focus the image. The camera vull automatically select the 
AF /Yea for the subject closest to the camera. This function mrirriaES the chance of 
out- of- focus pictures. The automatically selected AF Aea is identified by the incicator 
that gJov\s red on the Meritor Wren the Shutter release button is pressed lightly 


Manual 


Focusing is targeted on one of fi\>e/iF Aeas selected on the Meritor Press 
A/W/A/^- on the Multi selector to select the desired/iF Aea. The selected,£F 
Aea is indicated in red on the Monitor: This is useful in situations where the aim is to 
focus precisely on a single/^F Aea vyth a relati\ely stable subject 


Off 


Crtythe center AFAea is used for focusing. This is usefU inAjtofocus Lock/Ajto 
Exposure Lock operation (p SO). 



Note: AF Area selection 

Auto and Manual settings can only be selected when the Monitor is turned on. 
AF Area Mode is automatically set to Off when the Monitor is off or the Digital 
zoom is activated. 
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— Auto- Foe us Mode — 

The camera Auto-Focus can operate in two modes: Continuous AF 
and Single AF. 




Continuous AF 


As long as the rrcritor is tLimad crv Ajtofocus is enabled continuously 
regardess of v\hether the shutter is bang pressed or not The Focus is 
locked \Ahen the Shutter release butten is pressed lightly If the Monitor is 
tuned off. Single AF is automatically selected Lrtil you torn it on again. 


Single AF 


Ajtofocus is only enabled when the Shutter release button is pressed lightly 
regardless of the Monitor status. 



— Focus Confirmation — 

This function allows you to check the Focus visually on the Monitor. 
■ 




MF 


In MF (Manual Focus) mode, the outline of the in-focus area of the image is 
errphasized in the Monitor as an aid to focus. 


On 


In all Focusing modes, the outline of the in-focus area of the image is emphasized on 
the Monitor 


Off 


Focus Confirmation is canceled 



Check point 

The outline of the focused image emphasized in Focus Confin 
displayed only on the Monitor. It does not affect the recorded image. 



mode is 
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— Distance Units — 

You can change the distance used on the Control panel and on the 
Monitor in Manual Focus mode. 




m 


meters 


ft 


feet 
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IMAGE SHARPENING O 



The camera can emphasize the details and borders of objects, making 
the picture appear sharper and bolder. 



SFOCOS ROAuto > 
AO-O-High 

H31p>Normal 

fl NR ttXow 

Bcpkoff 

MENU OFF * SELECT >SET 



AO Auto 


The camera automatically sets the 
sharpness. 


High 


Sets the Sharpness to high. 


^> Normal 


Sets the Standard sharpness. 


O Low 


Sets the Sharpness to low. 


*$*Off 


Cancels image sharpening. 



Option 


Description 


AO Auto 


Tre camera automatically sharpens the irrage for optimal resUts. 


^> Normal 


The same standard sharpness issetforall images. 


♦ High 


The irrage is processed to increase the sharpness effect abo\>e the 
rorral leuel, gjy ng the edges of objects mere emphasis and rraking 
details more cfstinct 


<0> Low 


The irrages processed to decrease sharpness belowthe rorral laxa", 
making edges less dstirct 


Off 


Nb sharpening. 
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AUTO BRACKETING 



In situations where it might be difficult to obtain a proper exposure, 
Auto Bracketing lets you shoot the same subject at three or five 
different exposures. In WB Bracketing, the white balance is bracketed 
in three shots. 



AUTO BRACKETING 








Be 


lit Bracketing 



Off 


Bracketing is off. 


On 


Auto Bracketing is set. 


WB Bracketing 


White Balance Bracketing is set. 



Bracketing 


C haracteristics 


Off 


[Bracketing is canceled and rorral exposixe control is used 


On 


Ajto EBracketing is performed with the selected n_rrber of bracketing 
shots and vyth a compensated F£V\>alue offset from the automatically 
metered exposure The Shutter speed is bracketed in P , fl or D Ffxposue 
modes and the apertLre is bracketed in 5 Exposue rrode. 


WB Bracketing 


The Wife EBalance is bracketed when >ou press the Shutter release 
button fUlygjyng 3 shots made up cf one with the selected white 
balance, a rertlsh irrage and a blush irrage 

• The time reqU red to sa\^ bracketed irrages to the CF memory card is 
three times that requ red for a normally recorded image 



-On- 
Each time you press the Shutter release button, either three or five 
shots are taken ranging form over exposed EV values to under 
exposed EV values.When you shoot a high-contrast image, the image 
with the desired exposure can be selected from the set of bracketed 
shots. 




5, ±1.0 
SELECT >SET 



Number of shots, 
compensated EV value 


Bracketing order 


3, iO.3 


40.3, O, -0.3 


3, iO.7 


40.7, O, -0.7 


3, ±1.0 


+1.0, O, -1.0 


5, iO.3 


-tO.7, -tO.3, O, -0.3, -0.7 


5, iO.7 


+1.3, -rt>.7, O, -0.7, -1.3 


5, ±1.0 


+2.0, +1.0, O, -1.0, -2.0 
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Setting Shooting Menu 



rued | Shooting Mode Oj 



Check point 

To perform Auto Bracketing or White Balance Bracketing in Continuous or VGA 
Sequence mode (p. 99), hold down the Shutter release button fully. A selected 
number of consecutive shots are taken (up to three shots with FULL, 3 : 2 and 
Fine mode), after which the sequence stops automatically. 



• The Exposure Compensation indication E2 flashes on the Control panel and IBKTI 
along with the compensated EV value for the next shot are displayed on the 
Monitor when the bracketing is set. 




— WB Bracketing — 

White balance is bracketed when you press the Shutter release button 
fully, giving three shots made up of one shot with the selected white 
balance, one reddish image and one bluish image. 













p 












mmsnm 









• When you select White Balance Bracketing, the E3D1ET) (White Balance 
Bracketing indication) appears on the Monitor. 
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Notes: Auto Bracketing and White Balance Bracketing 

• Bracketing cannot be set in Multi-shot 16, Ultra HS, Movie (p. 99), Best 
Shot Selector (p. 102), AE Lock (p. 109) or Noise Reduction mode. 
■ White balance bracketing cannot be set in Continuous mode < 
> (p. 99), Best Shot Selector mode, AE Lock mode or I* 



NOISE REDUCTION 



When the camera is set for long time exposures, noise in the form 
randomly spaced bright-colored pixels will appear. The longer the 
exposure, the more this effect is apparent. The Noise Reduction setting 
can be used to minimize this effect. 



NOISE REDUCTI 




On 



The effect of noise on the recorded image is minimized. 



Off 



Noise reduction is canceled and normal exposure control is used. 



Note: Time taken to save an image to the CF memory card 
en the Noise Reduction function is on, the time taken to save a | 
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Ttinued Shootirg Mcxte Q§ 



RESET ALL 



The Reset all setting allows you to restore settings in all Shooting 
modes 0O, 0@ and Playback H to their default values. 




No 



Yes 



Exit menu without changing the settings. 



Restore the settings to their default values. 



When you perform Reset All, the camera settings are reset to the defaults shown 
below: 

Shooting menu 



White Balance 


Auto*i 


Focus Options: 
AF Area Mode 
Auto-Focus Mode 
Focus Confirmation 
Distance Unit 


Auto 

Continuous AF 
MF 

Not cleared 


Metering 


Matrix 


Continuous 


Single 


Best Shot Selector 


Off 


Image Adjustment 


Auto 


Image Sharpening 


Auto 


Saturation Control 


Normal 


Auto Bracketing 


Off 


Lens 


Normal 


Noise Reduction 


Off 


User Setting 


Not cleared* 2 




Exposure options: 
AE Lock 

Exposure Compensation 
Exposure Mode 


Off 
0 

Not cleared 



*1 Fine-tuned values are also reset. 

*2 Only the settings in the selected User Setting 

Shooting SET-UP items 



number is reset. 



Folders 


NIKON 


info, txt 


Off 


Monitor Options: 
Display Mode 
Brightness 
Hue 


On 

3 

6 


Auto Off 


30 S 


Seq. Numbers 


Not cleared 


Date 


Not cleared 


Shutter Sound 


On 


Video Mode 


Not cleared 


Controls 
Memorize 
Func.l, 2 


Cleared* 
Not cleared 


Language 


Not cleared 


Zoom Options 
Digital Tele 
Startup Position 
Fixed Aperture 


On 

Last Position 
Off 


Speedlight Options 
Variable Power 
Int Flash Off 
Shot Confirm Lamp 


On 
Off 
Off 


Disable delete 


Off 





* Restores settings for all controls. 



Playback Menu items 



Folders 


All Folders 


Frame interval 


3 S 



Playback SET-UP item 



Video Mode 



Not cleared 



Functions set for each control 

Functions set for each control (not on the Monitor) are not reset and remain in 
memory. 



119 



Setting Shooting SET-UP Menus |shoaungMDcte@oe 



The SET-UP menu allows you to select various settings for basic camera 
setup before shooting, such as Monitor, Zoom and Speedlight options, etc. 



Displaying the SET-UP Menu 



In @0 mode 

Set the Mode dial to ®0 and press the MENU button to display the 
SET-UP menu on the Monitor. 

• You can use the Multi selector to choose the desired menu item. 




Folders 


P. 


122 


Monitor Options 


P. 


125 


Shutter Sound 


P. 


127 


Auto Off 


P. 


127 


Seq. Numbers 


P. 


128 


CF Card Format 


P. 


129 


Date 


P. 


129 



In 0§ mode 

•a Set the Mode dial to Q§ and press the MENU button to display 
-Lthe Shooting menu. Use A on the Multi selector to select the Tab 
(S, 1 or 2) . 

• Pressing in Shooting menu display turns the tab at the left of the display 
orange. 

nsqi 





) Select the S tab with A/Y to display SET-UP 1 and press ► . 

• SET-UP 1 appears at the top of the display when you press A/T to select 
the "S" tab at the left. Press ► once to enable selection of the SET-UP items. 




Folders 


P. 


122 


Monitor Options 


P. 


125 


Controls 


P. 


130 


Zoom Options 


P. 


132 


Auto Off 


P. 


127 


Seq. Numbers 


P. 


128 


CF Card Format 


P. 


129 
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» Press A/Y to display SET-UP 2 at the top of the screen. 

• The 14 SET-UP items are divided into two displays. Press A/T on the Multi 



selector to move the cursor and display SETUP 2. 




Speedlight Opt 


P. 133 


H Shutter Sound R 

^PffflnfV info.txt K 
^Kvr5Sv:fl Video Mode Y| 

BkiM^flS 1 " si 


Shutter Sound 


P. 127 


Date 


P. 129 


into, fact 


P. 134 


Video Mode 


P. 135 


^■((U is a oie q e i e i e 

■ MENU OFF * SELECT ► SET IP. 


Language 


P. 135 




Disable delete 


P. 135 



Select the SET-UP menu item. 

1 • Press A/T on the Multi selector to highlight the desired item and press ► to 
display options for the selected item. 






Folders 




Monitor Options 




Controls 




UZoom Options ► 




Auto Off 




Card Format 




MENU OFF * SELECT 






I Select the option for the selected item 

to highlight the option and press ► to display the detailed option 




3 Set the option and complete the setting by pressing the MENU 
button. 

• Press A/T on the Multi selector to highlight the option and press ► to set 
the option. Press the MENU button to complete the setting. The Monitor 
returns to the Shooting Mode. 
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Folders 



You can use this option to select new folders to help you organize your 
pictures on the camera for shooting and image playback. This feature 
allows you to create, rename and delete folders. 




Options 


Options for folder setup. 


NIKON 


Selects NIKON folder. 


(Folder name) 


Selects the newly created folder. 



* The NIKON folder is automatically created. Newly 
created folders are displayed below the NIKON folder; 



— Options — 

Press A/T on the Multi selector to select Options and then press ► 
to display the Options Menu. 

















New 


Creates a new folder. 


Rename 


Renames a folder. 


Delete 


Deletes a folder. 



[New] 

Creates a new folder on the CF memory card. 

>■ Select "New" in the Options menu and press ► on the Multi 
X selector. 'NIKON" is displayed first 
3 




I Press -4 / ► to highlight letter to be changed and press A/T to 
■ edit selected letter. Repeat the procedure to create new five- 
letter folder name. Press ► to create new folder. The Monitor 
returns to the SET-UP menu. 
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) Press the MENU button to complete the setting 

MENU 




• Folder name is shown on the Monitor when a 
folder other than NIKON is selected. 



[Rename] 

Use this option to rename folder (other than the NIKON folder). 

•a Select the "Rename" option and press ► on the Multi selector to 
X display the folder list 
— 1 




Press A/T to select the folder to be renamed and press ► to 
display the name. 



n 



w 






M 








w 









1 






§ 








m 





» Press A I ►/A/T to edit the name as described in the step 2 of 
I 'New" on p. 122. Press ► to rename existing folder. The Monitor 
returns to the SET-UP menu. 




y| Press the MENU button to complete the setting. 

MENU 

o 
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[Delete] 

This option enables you to delete folders (other than the NIKON folder). 

>■ Select 'Delete" in Options and press ► on the Multi selector to 
J. display the folder list. 




ENU OFF * SELECT >SET 



2 P less A/ Y to select the folder to be deleted and press ► to 
display the co n fir ma tion dialog box. 




) Press A/T to select "Yes" and then press ► to delete selected 
> folder. The Monitor returns to the SET-UP menu. Press the MENU 
button to complete the setting. 

Wm 




— Selecting a folder — 

Once additional folders have been created, you can select the folder 
that will be used for playback or to store photographs in ®o and ci§ 
mode. Until a new folder is selected, all subsequent images will be 
stored in this folder, which will also be used for playback. 

• Folder name shown in the Monitor (no folder name is 
displayed when NIKON folder is selected). 



NORMAL 

mP 1160 F2.6 ( 19) 
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Monitor Options 



Use the Monitor Options sub-menu to specify when the Monitor will 
automatically turn on and to adjust the Monitor brightness and hue. 

3 




Display Mode 

(in CI® mode only) 


Turns the Monitor and Preview 
mode On/Off 


Brightness 


Adjusts the brightness of the 
Monitor 


Hue 


Adjusts the hue of the Monitor 



— Display Mode (in Q§ mode only) — 

Use this mode to set the Monitor operation mode. It can be set to On 
or Off, and you can also specify details such as whether images are 
displayed after shooting or displayed continuously in on the Monitor. 




Monitor On 


When the Mode dial is set to O®, the Monitor turns On. 


Review Only 


In O® mode, the Monitor is normally Off but the recorded 
image is displayed after you release the shutter. 


Preview Only 


In ^@ mode, the Monitor is normally On but the recorded 
image is not displayed after you release the shutter. 


Monitor Off 


When the Mode dial is set to 0§, the Monitor turns Off. 
Before changing this setting, the Monitor must be turned On by 
pressing the MENU button. 



— Brightness — 

This option adjusts the brightness of the Monitor through five levels. 




Press A or T to increase or decrease the brightness of the Monitor 
by moving the arrow art the right side of the display up (brighter) or 
down (darker). Press ► to complete the Brightness setting and 
return to the SET-UP menu. Press the MENU button to complete this 
setting. 12c 
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Shooting Mode @Q§ 



— Hue — 

The hue (overall color) of the Monitor can be finely adjusted to any of 
eleven levels. 



Press ▲ or T to alter the hue by moving the arrow at the right side 
of the display up (reddish) or down (bluish). Once you have adjusted 
hue to your satisfaction, press ► to complete the hue setting and to 
return to the SET-UP menu. Press the MENU button to complete the 
setting. 



Selecting Brightness and Hue settings 

The Brightness and Hue settings become effective as the arrow moves, 
allowing instant visual feedback on the changes in color and brightness. 



Check point 

The adjusted Brightness and Hue are applied to all @0, 0§ and H modes. 
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Shutter Sound 



The camera has a small speaker to allow a confidence beep to indicate 
important operations like shutter release. With Shutter Sound menu, 
you can activate or cancel the camera's beep. 



1 


Speed 1 iq ht Opt. 








Date 





Jinfo. txt 
■Video Mode 



On 


Turns the beep on 


Off 


Turns the beep off 



Beeps once to confirm 


• Pcv\<er is tuned on in Shooting Mode 

• Shutter release button is fuly depressed and the shutter is 
released. 

• Ccrrpletion of the follcvyng settings and preparations: 

Lens, Manual Focus, CF Card Format, Delete, Protect, hide 
Image, Print Set, Ajto Transfer and Shutter Sound Cn 


Beeps twice to warn 


• Image cannot be focused Wren the Monitor is tixnedoff. 

• CF rrerrorycard not is inserted or no more space is available on 
the CF merrory card 

• The battery is depleted 



Auto Off 



To extend battery life, the camera enters sleep mode if it is not used for 
30 sec. (Auto Power Off function, p. 175). The time limit for sleep mode 
can be set in the "Auto Off" Menu. 



w 




: olders 

Monitor Options 
Controls 
Zoom Options 


nans 








s 


Seq. Numbers 
CF Card Format 


£52 



30S 


30 seconds 


1M 


1 minute 


5M 


5 minutes 


30M 


30 minutes 



Check point 

The Auto-Off duration is fixed at 30 minutes when the AC Adapter is 
connected. However, even after the Auto-Off time has elapsed, video signals 
will continue to be transmitted if a video cable is connected to the camera. In 
this case, only the Monitor turns off. 
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Seq. Numbers 



In order to avoid taking multiple pictures with the same file name (for 
example DSC0001.J PG), it is possible to allocate sequential numbers 
that are automatically assigned to image files. This feature can be used 
even when more than one CF memory card is used. This makes it 
easier for you to manage your files when you are downloading them to 
a computer as each file has a unique name. 



w 


[Ttolders 






MlMonitor Options 






□Controls 








On 




flSeq. Numbers 


Off 


1 




Reset 


MENU OFF * SELECT 


>SET 





On 


Sequential Numbers On 


Off 


Sequential Numbers Off 


Reset 


Resets the Sequential Numbers to 0001. If 
the number already exist, the sequential 
number is reset to the next number. 



Image file numbers and folder numbers 

Four-digit numbers are assigned to image files recorded with the Nikon 
COOLPIX995, and file names from DSCN0001.J PG to DSCN9999.J PG are 
assigned to the files. Three-digit numbers are assigned to the folders in which 
these image files are to be saved. Since numbers 0001 to 9999 are 
automatically assigned to image files in each folder, it is possible for duplicate 
file names to exist when a large number of folders or C F memory cards are 
being used. When the Sequential Numbers setting is enabled, image file 
numbers are assigned sequentially even when you switch folders or CF memory 
cards, ensuring that image files are not created with duplicate numbers. This 
makes it easier for you to manage your files in situations such as when you are 
downloading all your files to a computer. 



Check point 

When an image file number is greater than 9999 or the current folder contains 
more than 999 images, a new folder with a number one greater than the current 
folder is automatically created. Sequential numbers from 0001 are assigned to 
added image files. 
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CF Card Format 



Formats a CF memory card in the camera. 



pan WARNING ! 
I — I Al I images w 
be deleted ! 



p 



No 



Does not format the CF memory card. 



Format Starts formatting the CF memory card. 



Notes: Formatting CF memory cards 

• When Format is selected, all the pictures and data on the CF memory card 
are deleted. See page 38 for more information on formatting CF memory 
cards. 

■ When Format is selected and you press ► on the Multi selector, formatting 

memory ( 



Date 

The camera's date and time settings are saved with each picture. You 
can set the date and time when you use this camera for the first time 
and also change it if you travel to a different time zone on business or 
vacation. 




Year, Month, Day, Hour; Minute 
Display sequence 



• See page 32 for Setting the Date/Time. 
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Controls 



You can use the Controls setting to specify whether individual 
functions are retained in the camera or cleared from the camera's 
memory when you turn the camera off. Various alternative functions 
can be selected and assigned to the FUNC. 1 (Exposure mode button) 
and FUNC. 2 (Exposure Compensation button). 




Memorize 


MerrcriaES the settings that retrain in camera's 
mErrcry when the camEra is tuned off. 


FUNC. 1 


Pressing the MCCE button acti\>ates the chosen 
alternate function 


FUNC. 2 


Pressing the 12 button acti\,otes the chosen alternate 
function. 



— Memorize — 

The Memorize determines what O® settings remain in effect when the 
camera is turned off. 

Any items that are not checked will be restored to default settings 
when the camera is turned off. 




v<§> 


Memorizes the flash mode setting. 




Memorizes the Focus mode setting. 


MODE 


Memorizes the Exposure mode setting. 




Memorizes the Exposure Compensation setting. 


Done 


Completes the setting. 



To check an item, or to remove a check mark from an item that has 
already been checked, highlight the item and press ► on the Multi 
selector. Highlight 'Done" and press ► to put the change into effect 
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— FUNC. l/FUNC. 2 — 

By default, the (ioci) (FUNC.l) button controls exposure mode and the 
Gjp (FUNC. 2) button controls exposure compensation. Using the 
FUNC. 1 and FUNC. 2 menus, you can assign different functions to 
these buttons in a® mode. 




Mode 


Assigns &pca_re mode operation 
FUNC 1 defaUt 




Assigns Focus mode GnducJng Self-timer and 
Manual focus) operation 


V<§> 


^ssigTS Flash mode and ISO sensitiuty operation. 


White Balance 


^ssigris Wite Balance operation. 




^ssicrs E*pca_re Cbn-pensation operation 
FUNC 2 defaUt 


Metering 


^ssicrs E*pca_re Metering operation 



Check point 

For even greater ease of use, when White Balance 
operation is assigned to the Exposure mode button 
or Exposure Compensation button using FUNC. 1 
or FUNC. 2, rotating the Command dial while 
pressing the button changes the display so that 
PrE (White Bal Preset), Sun (Fine), Inc 
(Incandescent), Flu (Fluorescent), Clo (Cloudy) or 
FLa (Speedlight) appears with the W-BAL. (White 
Balance) indication on the Control panel. 



FSIT] \?r £ 



!<fp77 

Sufi 



F iu 

r i 

L IU 

FIB 



Setting FUNC. 1/2 

Press A/T on the Multi selector to highlight the selection and 
_L press ► to select The Monitor returns to the SET-UP menu. 

2 Press the MENU button to complete the setting. The assigned 
function can now be activated using the FUNC. 1 (Exposure 
mode) button or FUNC. 2 (Exposure Compensation) button. 

• Operation after FUNC. 1 or 2 setting 



Exposure mode, ISO Sensitivity, 
White Balance, Exposure 
Compensation, Exposure Metering 


(mode) 


Focus mode 
Flash mode 


(mode) 

CD 
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Zoom Options 



You can use the Zoom Options to determine various functions that relate to the 
initial set up of the lens and the aperture variations relative to the Zoom position. 



:ions 

- Contr ols |j 
| !ff.Ti'l*fHBl [ 

Auto Off 
Seq. Numbers 
CF Card Format 




Digital Tele 


Sets the Digital zoom setting. 


Startup Position 


Sets the initial Zoom position. 


Fixed Aperture 


Fixes the camera aperture during 
Zoom operation to ensure consistent 
exposure with external flash units. 



— Digital Tele — 

TheDgital zcom function digitally enlarges the cenber of the image so that it fill the 
end re frame. The Dgjtal Zbom only functions during shooting if the Monitor is turned on. 




Hod down the © (optical) Zoom button for more 
than 2 sec. after the Zoom has reached its highest 
On telephoto setting. The Digital zoom function (p. 63) 
then starts up automatically and the image in the 
Monitor is zoomed by up to 4.0x. 



Off Digital zoom function does not operate. 



— Start-up Position — 





Last Position 


When you turn the camera on, the lens 
moves to its Zoom position at the time 
the camera was last turned off. 


Wide 


When you turn the camera on, the lens 
zooms in to the wide-angle setting. 


Tele 


When you turn the camera on, the lens 
zooms up to the telephoto setting. 



• The start-up position for Zoom applies when shooting in both ®0 and modes. 

• The start-up time is shortest for the telephoto Zoom setting. 

— Fixed Aperture — 




Off Aperture varies with zooming. 



On 



In Aperture- Priority Auto or Manual Exposure mode, 
the camera memorizes aperture when zooming 
begins and the aperture value remains fixed 
throughout zooming. Note that with the fixed 
aperture setting, zooming may cause the exposure 
to exceed the exposure control range of this camera. 



: Exposure in Fixed Aperture setting 

Since the exposure will vary as the field of view changes, the exposure may exceed 
ol range of the camera when you use the zoom with the Fixed Aperture 
. To avoid this, use a Fixed Aperture setting of approx. f/5 to f/7. 
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Speedlight Options 



This menu controls settings for built-in Speedlight and for external 
Speed lights. 



SPEEDLIGHT OPT. 

ight Opt. 
HVariable Power 



1J OFF * SELECT >SET 



Variable Power 


Adjusts flash output level. 


Int Flash Off 


Suppresses firing of the built-in 
Speedlight. 


Shot Confirm Lamp 


Turns the shot confirmation lamp 
on and off. 



— Variable Power — 

Flash output can be adjusted through 12 levels — from -2EV to +2EV in 
1/3- EV steps. 




— Int Flash Off — 

This setting allows you to take photographs with multiple external 
Speed lights. When the Int Flash Off setting is not selected, you can 
take pictures using multiple flash units, including both the built-in 
Speedlight and an optional external Speedlight. When this setting is 
selected, the built-in Speedlight flash is suppressed and only the 
optional external Speedlight(s) fire. In this situation, the flash modes for 
the optional Speedlights can be selected using the Flash mode button 
on the COOLPIX995 when the built-in Speedlight is raised. 



IE 



Shutte r 
Date 

info. tx _ 
| Video Mode 
Language 



Int Flash Off 

Shot ConfirnOff > 



ml? a m 6 m 



p 


s 


n 
j 


• m 


<§>AUTOfT\ 

slowV£ j 


< 




NORMAL^ jjjjj 



• When Int Flash Off is set to On, V (optional Speedlight indication), the Flash 
mode indication for the optional Speedlight, and ® (built-in Speedlight Flash 
suppressed) appear on the Control panel. The Flash mode indication for the 
optional Speedlight and ® (built-in Speedlight Flash suppressed) also appear on 
the Monitor. 



133 



Sulliiiy Shooting SET-UP Menus-continued | stxctirgMadeoi 



Note: Activating an optional Speedlight 

When you are using an optional Speedlight, be sure to raise the built-in 
Speedlight to ensure that the flash sync sensor is available. 



■ 



— Shot Confirm Lamp — 

With the Shot Confirm Lamp setting On, the Red-eye reduction/Self- 
timer lamp next to lens lights each time a single picture is taken as a 
shot confirmation lamp. 



iriable Power 
t Flash Off 




Shutte 
Date 

nfo. txt§2 
Video Mode 
Language 

Dl! 



• The Shot Confirm Lamp setting becomes effective when a setting is selected by 
pressing A./V on the Multi selector. Lightly pressing the Shutter release button 
activates the normal shooting display and the Monitor returns to the SET-UP 
menu when the shutter is released. Press the MENU button to complete the 
setting. 



info, txt 



Image file numbers and a range of photography data are recorded as 
an independent text file. The file is located in the same folder as the 
image on the CF memory card. 




Off 
On 



Turns off the recording of text data. 
Turns on the recording of text data. 



• For more information, see info, txt on p. 160. 
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Video Mode 



You can set the video output mode to either NTSC or PAL. 



w 




Speedlight Opt. 




1 


Shutter Sound 






Date 






nfo. txt 





NTSC Use when connecting to NTSC devices. 



PAL 



Use when connecting to PAL devices. 



Note: PAL video mode 

When the video mode is set to PAL, the Monitor turns off during video 



Language 



Use the Language sub-menu to choose the language used in menus 
and messages displayed by the camera. 




OFF * SELECT >SET 



D 


German 


E 


English 


F 


French 


J 


J apanese 


S 


Spanish 



• For more information, see Selecting a Language on p. 32. 



Disable delete 



You can use this option to disable the function that deletes all image 
files at a single command. 




On 



Off 



Activates the Disable Delete setting (images 
cannot be deleted). 



Deactivates the Disable Delete setting (images can 
be deleted). 



MENU OFF * SELECT > SET 



Note: Disable Delete 

When Disable Delete is set to On, you cannot delete an image file with the 
Delete button or format a CF memory card. 



I 
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Playback IVtacte [ >■ 1 

The Playback mode has two pages of settings which are controlled 
from the Playback menu (Page 1) and Playback SET-UP menu 
screens. The Playback options enable you to delete photographs 
individually or as a selection (Delete), protect photographs from being 
deleted (Protect), hide photographs during playback (Hide Image), 
select a folder for playback (Folders), show the pictures in a sequence 
as a slide show (Slide Show) and prepare photographs for printing 
(Print Set). The Nikon View 4 software (which allows you to copy 
images from your camera or CompactFlash™ card to a computer) can 
be set to transfer an image based on Protect or Auto Transfer being 
either set or not. 



Displaying the Playback Menu 



Set the Mode dial to H and press the MENU button to display the 
Playback menu on the Monitor. 




W Delete 


P. 138 


% Folders 


P. 140 


■ill Slide Show 


P. 140 


O-n Protect 


P. 142 


IS! Hide Image 


P. 143 


Print Set 


P. 144 


i^v Auto Transfer 


P. 146 



Choosing from the Playback Menu (example: Delete) 



Selectthe menu item. 

• Press A/Y on the Multi selector to highlight the desired menu item and 
press ► to display options for the selected item. 
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) Select the option for the item. 

• Press A/Y to highlight the desired menu option and press ► to display 
either the confirmation dialog, detailed option menu or thumbnails to be 
selected, depending on the particular item. 




) Set the option. 



• Press A/Y to highlight the option and press ► to confirm. The Monitor then 
returns to the Playback menu. Press the MENU button to complete the 
operation. 




Check point 

In [E] Playback there is a SET-UP page and one further Playback menu. When 
you press the MENU button, page one of the Playback menu is displayed. To 
get to the SET-UP page, press 4 on the Multi selector to turn the white "Page 
1" tab orange, then press A/T on the Multi selector to highlight the "S" SET- 
UP tab. Press ► once to enable selection of the SET-UP items. 
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Playback Menus— continued 
Playback Menu 



Playback Mode H 



Delete 



Saved photographs, the settings of Auto Transfer and Print-order files 
can be deleted. With the Delete option in the Playback menu, it is 

possible to delete either selected photographs from the thumbnail 
pages or alternatively all the photographs on the CF memory card 
(except Hidden and Protected). 




533 If Selected Images 


Delete selected photographs 


'if All Images 


Delete all saved photographs 


™ Sw Reset Tms/Print 


Delete the settings of Auto 
Transfer and Print-order files 
(DPOF). 



— Deleting selected photographs — 

To delete selected photographs, choose Selected Images from the 
Delete sub- menu. 



mm 





















OSELECT 


-SET (QDaDDONE 



0 



r 1 


if* 











♦SELECT iSET (QUAp DONE 



3 

(mm ) 

b 



frame) the desired images to be deleted. 

Press A/T to select the images to be deleted (the delete fjj icon 
appears). 

• To cancel the selection and make the Delete jb icon disappear, press A/Y 
on the selected image again. 

Press the (mal ) button. The Delete co n tin ua tion dialog appears. 
Press A/k- to select "Yes", (or "No" to abort) then press ► to 
delete all selected images. 

• Continue selecting images and then confirm your selection by pressing the 
( Sum ) button. 



Notes: Images with Protect or Hide Image setting 

• The protected image(s) are displayed in the thumbnail menu but cannot be 
selected. 

• Images with Hide Image settings are not displayed in the thumbnail menu. 
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— Deleting All Images — 

Select All Images and Yes in the confirmation dialog to delete all 
photographs on the CF memory card. 



1 

2 



Press A/T on the Multi selector to select "Yes" in the Delete 
co n fir ma tion dialog. 

Press ► to delete all images. 




Note: Deleting All Images 

• Images with the Protect or Hide Image setting are not deleted 

• All the images are deleted but the folders are not deleted. 



— Reset Tms/Print — 

The settings of the Auto Transfer option (p. 146) can be reset, and 
Print-order files created with the Print Set option (p. 144) in the 
Playback menu can be deleted. Saved photographs are not deleted. 

"I Press ► on the Multi selector to reset the Auto Transfer setting 
_L and delete Print-order Files. 
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Folders 



The Folders option in the Playback menu can be used to select 
images in all folders for playback, or only images in a selected folder. 
This menu also contains options for creating, renaming and deleting 
folders. 




[3f» Options 


Options for folder setup. 


^ All Folders 


Selects All Folders. 


[3 NIKON 


Selects the NIKON folder. 


[3 (Folder name) 


Selects newly created folder. 



: A NIKON folder is automatically created. Newly created folders 
are displayed below the NIKON folder. 

• For Folders Options, see page 122. 

• Select a folder to be played back from All Folders, NIKON or from a newly 
created folder. 

• The All Folders option enables you to view images in all folders without having to 
select individual folders. 



Playback of photos taken in Ultra HS mode 

Photos taken in the Ultra HS mode are stored in a separate folder with a name 

consisting of "N " followed by a three-digit number assigned by the camera. 

To view photographs taken with this setting, select All Folders or the 
appropriate folder from the Folders menu. 



Slide Show 



The Slide Show option in the Playback menu allows the photographs 
in a folder to be played back in an automatic sequence as a slide 
show. All photographs in the current folder that have not been hidden 
using Hide Image will be played back one after another. Each image is 
displayed for a pre-set time interval. 



□ 


Start 




..... 


Frame Intvl 





□ Start 


Starts a Slide Show 


■ ■■■■ Frame Intvl 


Changes the display time interval 
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— Start — 

Press A/T on the Multi selector to select 'Start", then press ► to 
display photographs in sequence on the Monitor. 

• Photographs are displayed one by one, from the first photo to the last one. After 
the last photograph is displayed, the slide show is paused. 

• Any movies in the slide show will be played back as still images showing the first 
frame of the Movie 

:■: 

• Press the Thumbnail button @ to pause the slide show at any time. 

• Press the MENU button to end the slide show and return to Full-frame playback. 

• Pressing the Multi selector during the slide show advances or rewinds the show by 
one frame for each press. 

• The Monitor is automatically turned off 30 minutes after the last command. 

• To change the display time interval in the Frame Intvl sub-menu or from the 
Pause screen, press A/T on the Multi selector to select Frame Intvl, then press 
► to display the Frame Intvl option. 

— Frame Intvl — 

Press A/T on the Multi selector to select Frame Intvl from the Slide 
Show sub-menu or from the Pause screen, then press ► to start (or 
restart) the slide show with the selected interval. 



• The display interval is the minimum length of time for which each image is fully 
displayed. The defaultsettJng of the display interval is 3 seconds. Selectable 
intervals are 2, 3, 5, and lO seconds. 

• Depending on the file size of the images in the slide show, the actual interval may 
differ from the selected interval. Large files may take longer to load from the CF 
card memory than the interval setting. 



After the slide show is finished: 

• Press the MENU button to return to the Full-frame playback display 

• Press 4 on the Multi selector to return to the Playback menu. 
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Playback Menus— continued 



Playback Mode H 



Protect 



The Protect option can be used to prevent recorded images in the CF 
memory card from being deleted. 



















^SELECT 


391111 



— Protecting selected images — 

2 I 









As*! 










♦SELECT 


SSET (QUaDDONE 



0 



r 1 








US*! 








OSELECT 


tSET (QUADDONE 




Press 4/^ on the Multi selector to highlight a desired Thumbnail. 



2 Press A/ Y to select an image to be protected. 

• Selected images are marked by the Protect O-n icon. By pressing A/ Y 
again on the image, the selection is canceled and O-n disappears. 

3 Press the (Bap button to give all selected images the Protect 
attribute. 

• Continue selecting images and then press the (dual) button to confirm your 
selection. 

• Once selected images have been protected, a confirmation appears on the 
Monitor which then returns to the Playback menu. 

— Cancel protection on images — 

1 Press 4/^ on the Multi selector to highlight the thumbnail of the 
_l_ image for which you want to cancel protection. Press A/Y to 

cancel protection of the selected image (the Protect O-n icon 

disappears). 



Press the ( oual) button to implement the setting. 
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Hide Image 

When creating a slide show or showing photographs to an audience, 
you may want to use the Hide Image option to hide some of the 
photographs in the current folder from view. Hidden images are only 
visible in the Hide Image Menu. They cannot be deleted in Full-frame 
playback or from the Delete sub-menu. 



















OSELECT 


tSET (QUADDONE 



— Hiding selected photographs — 




•a Press 4/^ on the Multi selector to highlight the Thumbnail image 
_Lto be hidden. 



2 Press A/T to select the image. 

• Selected images are marked by the Hide Image Ssi icon. To deselect press 
A/T on the Multi selector. 

• Repeat steps 1 and 2 to select/deselect further images. 

^ Press the (Sal) button to complete the operation. 

• The selected images have been hidden. A confirmation appears on the 
Monitor which then returns to the Playback menu. 

— Canceling hiding of images — 

1 Press 4/^ on the Multi selector to highlight the Thumbnail image 
that has been selected to be hidden. Press A/T to cancel the 
Hide Image setting of the selected image (the Hide Image icon 
■SI disappears). 



Press the (qual) button to complete the operation. 
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Playback SET-UP Menus— continued payback Mode e 



Print Set 



The Digital Print Older Fomnat(DPOF) allows images to be marked for 
printing at a Lab, Print Shop or on a desktop Printer that can read the 
DPOF information. As well as the instruction to print the image, the DPOF 
system also allows the number of prints to be specified and whether or 
not the image date and/or other information should appear. This Digital 
Print Order Format information is stored on the CF memory card. 

r i 




— Selecting images to be printed and designating print status — 

3 

( qual ) 

ft 



4S\ 



f 1 


mi 




/Aas 










OSELECT 


iSET @ 


JADDONE 



' 1 








/fro 




s 






^►SELECT 


*SET ffi 


DaDdone 



















Done t>^M 




1:1 


1 








MENU OFF * SELECT >SET 



•a Press 4/^ on the Multi selector to highlight the desired 
_L Thumbnail. 

2 Press A/T on the Multi selector to select an image to be printed 
and to set the number of prints. 

• Selected images are marked with the icon and the number of prints is 
displayed on each selected image. Press A on the Multi selector to increase 
the number of prints (up to nine) or ▼ to decrease the number of prints. 

• Repeat steps 1 and 2 to select more images. 



i Press the (SjaQ button. The setting is completed and the Monitor 
• returns to the display of Print options. 
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— Print Set options — 

You can specify whether to print recording date, shutter speed and 
aperture on all selected photographs. 




Done 


Complete print order. 


Info 


Specify whether to print shutter speed and 
aperture on all selected photographs. 


Date 


Specify whether to print date of recording on all 
selected photographs. 



Done 

Press A/T on the Multi selector to select Done, then press ► to complete print 
order. The Monitor shows Done, and then returns to the Playback menu. 

Info 

Press A/T on the Multi selector to select Info, then press ► to check or uncheck 
the item. If the item is checked, shutter speed and aperture will be printed on all 
selected photographs. 

Date 

Press A/T on the Multi selector to select Date, then press ► to check or 
uncheck the item. If the item is checked, the date of recording will be printed on all 
selected photographs. 

— Cancel print order on images — 

•a Press on the Multi selector to highlight the Thumbnail for 
_L which you want to cancel the print order. Press T to cancel the 
print order on the selected image. 

• Pressing T on the image with the Print icon decreases the number of 
prints. By pressing T when the number of prints is "1", the print order is 
canceled. 



Press the ( °ual) button to complete the operation. 



Check point 

To delete print-order files, select Reset Tms/Print from the Delete sub- menu. 
See p. 139. 



Digital Print Order Format (DPOF) 

The print orders and the number of prints are stored on the CF memory card in 
Digital Print Order Format (DPOF). The card can then be removed from the 
camera and inserted in a DPOF-compatible device — either your personal 
photoprinter or a photofinisher's print system — and the selected images 
printed directly from the card. 
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Playback Menus— continued 



Playback Mode H 



Auto Transfer 



The Auto Transfer setting controls whether or not the Nikon View 4 
software will automatically copy selected images to a computer when 
the camera is connected by the USB cable. 




Selected Photos 


Only selected images will be 
transferred. 


*v aii photos 


All images will be transferred. 



— Setting Auto Transfer — 
1 



fjt 



















(►SELECT 


SSET SDaDDONE 



0 









A* 


Oft 


B 






(►SELECT 


tSET SOaDDONE 



3 










(qual) 

ft 




DONE 



1 Press -^/^ on the Multi selector to highlight the desired images. 

2 Press A/ Y to select the images to be transferred. 

• Selected images are marked with the Auto Transfer t^V icon. To deselect 
press A./'W on the Multi selector. 

^ Press the ( Sum) button to complete the operation. 
— Canceling auto transfer — 

"1 Press 4/^ on the Multi selector to highlight (with orange frame) 
_l_ the thumbnail image for which you want to cancel auto transfer. 
Press ▲/▼ to cancel the Auto Transfer setting. 

• The Auto transfer setting is canceled and disappears. 



, Press the °ual button to complete the operation. 
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— Transferring all images — 

To set all image files to be transferred, select All Photos. 



nv* Al I images will be 
transferred 




•a In the confirmation dialog for transfer of all images, press A/Y 
J. on the Multi selector to highlight "Yes". 

^fc Press ► to execute. 
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Playback SET-UP Menus 



Playback Mode E 



In the Playback SET-UP menu, you can make changes to basic camera 
settings and perform tasks such as formatting memory cards. 



Displaying the Playback SET-UP Menu 



In Playback H mode, press the MENU button to display the 
■ Playback menu and press A on the Multi selector. 

• Pressing 4 highlights (indicated in orange) the tab at the left. 

MENU 





> Press A/Y to select the "S"tab ("SET-UP" is displayed at the 
■ top) and press ► to activate the Playback SET-UP menu. 




SET-UP 

Monitor Options 

Shutter Sound 

Auto Off 

CF Card Format 

Date 
SVideo Mode 
^Language 

MENU OFF * SELECT ► SET 



Monitor Options 


P. 150 


Shutter Sound 


P. 150 


Auto Off 


P. 150 


CF Card Format 


P. 151 


Date 


P. 151 


video Mode 


P. 151 


Language 


P. 152 



| Choosing from the Playback SET-UP Menu (example: Monitor Options) 
1 Select the Playback SET-UP menu item. 

• Press A/T on the Multi selector to highlight the desired menu item, then 
press ► to display options for the item. 




w 1 






1 Ehutte r Sound 




fcuto Off 






■CF Card Format 




Bate 






S 




MENU OFF * 
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Select the option for the selected item 



• Press A/T to highlight the desired option, then press ► to display option 
details. 




Set the option. 

• Press A/T to highlight the desired option, then press ► to set. The display 
returns to the Playback SET-UP menu. Press the MENU button to complete 
the operation. 
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Rayback SEP UP Menus— cordrxgd payback Mode h 
Playback SET-UP Menu items 



Monitor Options 



The hue (overall color) and brightness of the Monitor can be adjusted 
to improve visibility. 




Brightness 


Adjusts Monitor brightness 


Hue 


Adjusts overall Monitor color 



• For setting Monitor Options, see Monitor Options in Shooting SET-UP on p. 125. 



Shutter Sound 



The camera has a small speaker to provide a "confidence" beep to 
indicate important operations like shutter release. You can use the 
Shutter Sound menu to activate or cancel the camera's beep. 



w 


"Monitor Options 










BCF Card Format 








□Video Mode 




^Language 




IBJOFF * SELECT 


>SET 



On 



Off 



Turns on the beep 



Turns off the beep 



• For setting shutter sound, see Shutter Sound in Shooting SET-UP on p. 127. 



Auto Off 



To extend battery life the camera turns off after a preset time of 
inactivity. This time is set with the Auto Off menu. 




30S 


The Monitor automatically turns off after 30 sec. 


1M 


The Monitor automatically turns off after 1 
minute. 


5M 


The Monitor automatically turns off after 5 
minutes. 


30M 


The Monitor automatically turns off after 30 
minutes. 



• The Auto Off function for Playback mode can be set independently from the 
Auto Off for the Shooting mode. For detailed information about the Auto Power 
Off function, see p. 175. 

• For setting auto power-off, see Auto Off in Shooting SET-UP on p. 127. 
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CF Card Format 



Formatting a CF memory card erases all pictures and data to allow the 
maximum space to be recovered for use again in the camera. 




No 


Does not format the CF memory card. 


Format 


Starts formatting the CF memory card. 



• For information on how to format CF memory cards, see p. 38. 



Date 

The camera's date and time setting are saved with each picture. The 
Date and Time menu allows the date and time to be set to your local 
time zone. 



MENU OFF <► SELECT 



• For information on Setting Date/Time, see p. 34. 



Video Mode 



The COOLP 1X995 supports the two principal worldwide TV standards. 
You can choose either the NTSC or PAL standard for video output. 




NTSC 


Selects the NTSC standard (J apan, USA). 


PAL 


Selects the PAL standard (Europe, Oceania). 



• For information on setting video mode, see Video Mode in Shooting SET-UP on 

p. 135. 
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Playback SET 1 LP Menus— continued payback Mode E 



Language 

The camera menus and messages can be viewed in one of a number 
of languages. 




German 
English 
French 
J apanese 
Spanish 



• For information on Selecting a Language, see p. 32. 
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Connecting to an AC Ataptei (optional) 



The camera can be powered from AC electrical outlets rated at 100- 
240 V 50/60HZ using the EH-21 AC adapter/battery charger (8.4V, 1.3A). 



Open the DC-in connector cover as indicated. 




2 Set the Mode dial to 02 , and connect the AC adapter plug to the 
DC-in connector. 



) Plug in the adapter. 




• The EN-ELI rechargeable Li-ion battery can be charged with the EH-21 AC 
adapter/ battery charger. 

• The EN-ELI rechargeable Li-ion battery cannot be charged when it is installed 
inside the camera. 



Notes: Com 

• When conn< 



onnecting the AC adapter 

connecting or removing the AC adapter plug, make sure that the 
dial is set to 03 . 

• Use only the Nikon Accessory EH-21 AC adapter/battery charger. 

• The camera and the AC adapter may become warm when plugged in 
long time. This is not a malfunction. 

• When taking pictures with the AC adapter connected, make sure that the 
adapter cord does not get in front of the lens, Speedlight or the flash sync 

ensor. 




ac 
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Co nn ec ti ng to a television or \AZR 



You can connect the COOLPIX995 to a television or VCR to display 
images on a TV monitor or make a recording on a VCR using the 
provided video cable. 



-| Open the Video output connector/USB connector cover as 
J. shown. 




2 Connect the video cable provided. 




• Insert the black plug on the video cable into the camera's video output 
connector, and connect the yellow plug to the video-in jack on the television 
or VCR. Note that the Video input connector is not the same as the 
connector used to connect your TV or VCR to an antenna or aerial. 

• When the Monitor is turned off, shooting (text) information will not be 
displayed on the television screen. 

• To prevent the camera from turning off during extended Video viewing or 
recording, use the optional AC adapter. 

• Auto Power Off (p. 175) for the Monitor is fixed at 30 minutes when the AC 
adapter is connected. However, when the video cable is connected, the 
COOLPIX995 will not turn off automatically and the video output will continue 
until the camera is turned off manually. 

• The Video Mode item in the SETUP menu (p. 135) offers a choice of NTSC 
and PAL standards for video output. Select a standard that matches that 
used in your television set. Note that when the PAL video standard is 
selected, the Monitor will turn off when the camera is connected to a video 
device. While recording in Ultra HS or Movie mode (p. 99), the Monitor will 
be used for display and video output will be suspended. 



Gamoctii ly to a cormpQbEr 



Although it is not necessary to own or use a computer to enjoy digital 
images from your COOLPIX, a computer greatly enhances the range of 
possibilities and uses for digital photography. With the aid of a 
computer, you can view the images stored in the CF memory card, 
apply creative effects using your favorite imaging application, create a 
valuable store of photographs on your hard disk and share them by E- 
mail or on the Internet. The COOLPIX995 is equipped with a Universal 
Serial Bus (USB) for Windows® 2000, Me and 98/98SE, and Macintosh 
OS 8.6/9 operating systems that is capable of direct connection to 
your computer via a USB cable. Alternatively, you can insert the CF 
memory card in a PC card slot or CompactFlash™ card reader, where 
it will function as an additional disk. 

• By using the Nikon View 4 software provided, images stored in the memory card 
or camera can be conveniently checked and selected for copying to your 
computer. The process is made simple by being able to view the images in a 
variety of sizes, rotate them and rename them prior to copying. 

• Before using Nikon View 4, read the provided "Nikon View 4 Guide". 

• If transferring a large number of images, the use of the AC adapter (optional) is 
recommended to prevent the camera from turning off unexpectedly. 

Note: Transferring image data 

For owners of more that one type of Nikon digital camera, please note that the 
COOLPIX995 can only transfer pictures that have been taken with the 
COOLPIX995, 990, 950, 880, 800, 700, 900s and 900 models. It is not 
possible to transfer images back to the camera. It may also not be able to 
display files that have been renamed or moved to a different folder on the CF 
memory card using a computer. 
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ting to a Computer via the USB I 

1 Open the Video output/USB connector cover and connect the 
_L COO LP 1X995 and computer using the USB cable provided. 




Connecting to Windowstsvcompatible Connecting to Macintosh computer 
computer 

• The COOLP 1X995 and computer do not have to be turned off when connecting 
via a USB interlace. 

• Connection of the camera to the computer is confirmed by an animated 
rectangular display in the Control panel (u"j ). 



I Complete the Connection session. 



• Copying image data may take some time: please check the Nikon View 4 
progress bar to ensure that all activity has ceased before disconnecting the 
camera from the computer. 



: Disconnecting the camera from the computer 

With Windows: Click the "Unplug or Eject Hardware" icon in the taskba 
remove the camera or memory card from the system. 
With Macintosh: Drag the "untitled" volume corresponding to the can 
I into the Trash. 
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Gomoctincj to a corrfujtef — continued 



Note: Operation when connected to a computer 

Do not turn the Mode dial to OFF while data transfer between the camera and 
the computer is in progress (indicated by the progress bar in Nikon View 4 on 
your computer screen). Failure to observe this precaution might result in 
unexpected problems such as software malfunction, damage to the copied 
picture, or camera malfunction. 



■ 

ied 



Check point 

When you connect your camera to a computer, the computer must complete a 
process called "registration" in order to know how to communicate with the 
device in the correct manner. 

With Windows ®Me or Windows®2000, when you connect the camera and 
the computer via a USB cable for the first time, the required driver software will 
be automatically installed to your computer, and the computer automatically 
registers the camera as a "COOLPIX995" (see the Windows® Device Manager 
in your computer). 

To register your camera on a computer running Windows (D98/98SE, the 
required driver software can be found on the Nikon View 4 CD-ROM. Please 
make sure that you have the CD-ROM in your computer's CD-ROM drive when 
you first connect the camera. Note that Windows ®95 and Windows ®NT do not 
support USB. 

With Macintosh OS 8.6 or OS 9, the "untitled" volume corresponding to the 
camera is automatically displayed on the desktop. Note that users of Mac OS 
8.6 will need to upgrade to version 1.3.5 of the Apple Computer USB driver 
Nikon View 4.0 will by default automatically start as soon as the camera is 
connected. 



DCF 

The COOLPIX995 confirms to the Design rule for Camera File system (DCF) 
format The DCF is a widely adopted image format standard enabling the 
shared use of image data from different digital camera manufacturers. 



I 
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Reading Photographs from Memory Cards 

There are a number of different types of memory card in use with digital 
cameras. The COOLPIX uses the small CF (CompactFlash™ ) format 
memory cards which are about the size of a book of matches, and 
accepts Type II CF cards, which are slightly thicker, as well as Type I CF 
cards. Current laptop computers are generally equipped with PC card 
slots which are electrically the same as CF, but are about the size of a 
credit card. A simple, optional inexpensive adapter (EC-AD1) is available 
from Nikon, and this takes a Type I CF card and allows it to fit into a PC 
card slot. If you are using Type II CF cards, make sure that your adapter 
is compatible. Alternatively a CF card reader may be used. There are CF 
card readers for both Type I and Type II formats, and for a variety of 
connections to the computer, including Parallel, USB and SCSI. 



•a Insert the CF memory card into the EC-AD1 PC -card adapter; CF 
_L card reader etc. of your computer. 



• For details on insertion, read the instruction manuals provided with the 
computer or card reader. 

• The steps involved in connecting a card drive and inserting CF memory cards 
are covered in the instruction manual for the computer or operating system. 

i Nikon View 4 will by default automatically begin and allow image files 
■ on the CF memory card to be checked and copied to your computer 

• The CF memory card will now function as an additional drive of the computer. 

• In standard situations where setting (creating a new folder, changing name) is 
not selected at Folders in the Shooting menu, the following folders and 
image files are stored in the memory card. 

Image files may be found in the 100NIKON folder which is in folder (directory) 
DCIM in the root directory. The image files are named DSCN0001.J PG, 
DSCN0002.J PG, DSCN0003.J PG, etc. 
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Gut ■ meting to a ccrnpuber— continued 

Image files and folders — naming 

DSCN: Image file name DSCND001.J PG 
aiven bv the COOLP 1X995 I , T , 1 LL — I 



given by the COOLP 1X995 

-J PG: Extension 



0001: Image file number - 



J PG: J PEG format 

(0001 to 9999) -T |F: TIFF format (HI mode) 

.MOV: Movie format 

• Image file names created by the camera are named DSCN0001.J PG to 
DSCN9999.J PG within a given folder If and when the image file number in the 
100NIKON folder reaches 9999, the COOLPIX995 automatically creates a new 
folder called 101NIKON, and in that folder, new image files starting from 
DSCN0001.J PG are stored. 

• Images are stored in RGB TIFF (Red, Green and Blue Tagged Image File Format) 
format when the image is taken in HI (no compression) mode. TIFF files are not 
compressed and represent the highest possible Image quality. 

• Images are stored in MOV (QuickTime Movie) format when the images are taken 
in Movie mode (p. 83). 

t 

infb.txt 

A separate text file, called infb.txt is automatically created in the same folder as 

the images if the info, txt menu in the SET-UP menu is set to On (p. 134). The 

infb.txt file contains the following data about each picture in the folder 

DSCN0001.J PG (Example): File name and type 

CAMERA: Camera type and firmware version 

METERING: Metering mode 

MODE: Exposure mode 

SHUTTER: Shutter speed 

APERTURE: Aperture 

EXP ■+/-: Exposure Compensation 

FOCAL LENGTH: Focal length and Digital zoom factor 

IMG ADJ UST: Image adjustment 

SENSITIVITY: Sensitivity (ISO equivalency) 

WHITEBAL: White balance 

SHARPNESS: Sharpening 

DATE: Date of recording 

QUALITY: Image size and quality 

SATURATION: Saturation control 

FOCUS AREA: Focus area 

• info.txt can only be viewed when the CF memory card is directly read to the 
computer and is not available when connecting the camera by USB. However, 
Nikon View 4 can copy this information into a special part of the image file 
called the IPTC text. This information can be read in certain applications such 
as Fotostation and Photoshop (Full versions). To read this picture data when 
connected by USB, set Nikon View 4 to copy the "Exit" data into the Caption 
field of the IPTC test area. This information does NOT appear in the image. 
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Optional Accessories 



Wideangle Converter WC-E63 

When the WC-E63 is attached to the COOLPIX995, the focal length is reduced 
by a factor of 0.63X. The combined focal length becomes 5.0mm (35mm [135] 
format equivalent to approx. 24mm) The combined f-number becomes f/2.6. 

Fisheye Converter FC-E8 

When the FC-E8 is attached to the COOLPIX995, the focal length of the lens is 
reduced by a factor of 0.21X. The picture angle extends to become 183 degrees, 
making the image spherical. The combined focal length becomes 1.7mm (35mm 
[135] format equivalent to approx. 8mm). The combined f-number becomes f/2.6. 

Telephoto C onverter TC - E3E D 

When the TC-E3ED is attached to the COOLPIX995, the focal length is extended 
by a factor of approximately 3X. The combined focal length becomes 96mm 
(35mm [135] format equivalent to approx. 456mm) and the combined f-number 
becomes f/5.1. 

Telephoto Converter TC-E2 

When theTC-E2 is attached to the COOLPIX995, the focal length is extended by 
a factor of approximately 2X. The combined focal length becomes 64mm (35mm 
[135] format equivalent to approx. 304mm) and the combined f-number becomes 
f/5.1. 

Multi-Flash Bracket Unit SK-E900/TTL Multi-Flash Adapter AS- E900 

This bracket unit is used to attach an optional Nikon Speedlight to the 
COOLPIX995 for multiple-flash photography. The amount of light from the built-in 
and external Speedlights is controlled by the sensor in the COOLP 1X995, making 
multiple-flash photography simple and reliable. 

Remote Cord MC-EU1 

This controller is attached to the COOLPIX995 for remote shooting and playback. 
In addition to the shutter release, the controller has buttons to adjust Zoom, set 
and take interval photography and playback images. Through the display, it is 
possible to confirm the most important camera status items such as Exposure 
mode and the number of remaining exposures available. 

Slide Copy Adapter ES-E28 

The ES-E28 for the COOLPIX995 is designed to facilitate copying of 35mm film. It 
screws onto the front of the lens, and with the dedicated camera setting, the 
camera automatically adjusts the focus. 
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PC Card Adapter EC-AD1 

The EC-AD1 PC Card Adapter allows a Type I CompactFlash™ card to be used 
in a PC Card slot. 



AC Adapter/Battery Charger EH-21 

This AC adapter is designed for COOLPIX cameras that use the Li-ion 
Rechargeable Battery EN-ELI. AC Adapter/Battery Charger EH-21 can also 
charge the Li-ion Rechargeable Battery EN-ELI. 
* The AC Adapter EH-31/30 cannot be used with the COOLPIX995. 



CompactFlash™ card EC-CF series 

CompactFlash™ memory cards are available in a variety of capacities. Choose a 
memory card which has adequate storage for your needs. 



Usable CF memory cards 

Nikon EC-CF series CompactFlash™ cards have been rigorously tested and 
certified by our quality assurance process. Operation with the following memory 
cards of other manufacturers has also been certified: 

SanDisk: SDCFB-16, SDCFB-32, SDCFB-48, SDCFB-64, SDCFB-96, 

SDCFB-128 

LEXAR MEDIA: 10X USB Series: 128MB, 160MB 

8X USB Series: 8MB, 16MB, 32MB, 48MB, 64MB, 80MB 
4X USB Series: 8MB, 16MB, 32MB, 48MB, 64MB, 80MB 

*For detailed functions and operations with the above CF memory cards, please 
contact the manufacturer. 

• The COOLP 1X995 is physically and electrically compatible with all CF Type I and 
Type II memory cards. However, the demands placed on the memory cards by a 
digital camera are very high, due to the large volume of data and the speed at 
which pictures are copied. Some lower-grade CF memory cards may therefore 
prove unreliable over time. 

Notes: Using CF memory cards 

• The CF memory card may become warm after extended use in the camera. 
Be careful when removing cards that have become warm. 

• Format CF memory cards before first use. 
" information on formatting CF memory cards, see p. 38. 
• not remove the CF memory card from the camera during formatting. This 

i damage the card and render it unusable. 

; following actions should be avoided while saving, deleting or copying 
i or from a CF memory card. Such actions may damage the 
I data, or may cause the card to malfunction. 

- Inserting/removing the card 

- Turning the power off 

- Removing the battery 

- Pulling out the AC adapter 




li 
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Optional Accessories— continue^/ Qjefdling Goncftions 



Notes: Using CF memory cards — continued 

• Do not attempt to touch the terminals or contacts with your hand or a metal 
object. 

• Do not stress or bend the CF memory card. 

• Most CF memory cards, being slight and durable, are immune to physical 
shock. However, certain CF memory cards contain mechanical parts and may 
be damaged by being dropped or struck by a hard object. 

• Avoid subjecting CF memory cards to excessive heat, humidity, magnetic 
fields or direct sunlight. CF memory cards are not damaged by X-ray 

ament i 





Windows® 


Computer 


PC/AT compatible 


CPU 


MMX Pentium or greater 


OS 


Windows®98/98SE, Windows® Millennium Edition (Me), 
Windows ®2000 or later pre-installed models 


RAM 


32MB or more (64MB or more recommended) *2 


Hard Disk Space 


15MB for installation and twice the memory size of the CF memory 
card* 2 


Video Resolution 


640 x 480 pixels or greater with 16-bit RGB or more (800 x 600 
pixels or more, full color recommended) 


CD-ROM Drive 


Required for installation 



Interface USB interface (built-in only)* 3 



Macintosh 


Computer 


iMac, iMac DV Power Mac G3 (blue and white). Power Macintosh 




G4 or later, iBook, PowerBook G3 or later* 4 


CPU 


Power PC G3 or greater 


OS 


Mac OS 8.6*5, g.n, 9.1 


RAM 


32MB or more (64MB or more recommended )*2 


Hard Disk Space 


15MB for installation and twice the memory size of the CF memory 




card* 2 


Video Resolution 


640 x 480 pixels or greater with 16-bit RGB or more (800 x 600 




pixels or more, full color recommended) 


CD-ROM Drive 


Required for installation 


Interface 


USB interface (built-in only)* 3 



*1 Cnlyfbr pre-install model. 

*2 Refer to the software instruction manuals fbrthe naqu'red rrwrrxyv\hen used in ccni^rationwto other 
software. 

*3 Camera may not function correctly v\hen connected to a LBB hub. 
*4 Make su*e that yoLr computer is fitted wth a LfSB interface. 

*5 Lsers of Mac CB 8.6 wll needto upgrade to version 1.3.5 of the^^e CorrputEr LBBoMver. 
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Caring for \bu* Camera 



Cleaning 




Lens/Viewfinder 

Use blower to remove dirt or dust. Wipe carefully with soft cloth to remove 
fingerprints or other stains. Do not touch with fingers. 

Monitor 

Clean with soft, dry cloth. 
Body 

Clean with damp cloth; dry immediately. 




If you are not going to use the camera for a long period of time, remove the battery 
before putting the camera away. 

Store with the lens rotated to a position adjacent to the Control panel. Do not store 
your camera in locations that: 

• are poorly ventilated or damp 

• are next to equipment that produces strong magnetic fields, such as televisions 
or radios 

• are hotter than 50°C (122°F) or colder than -10°C (14°F) 

• have a humidity of over 60% 
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IroiHesKooti ng 



If the COOLP 1X995 is not operating properly, check the following items. 
If the problem persists, contact the retailer where you bought this 
camera or an authorized Nikon dealer or service center. 





Problem 


Check points 




ower 


Power does not turn on. 


• Battery level is low. 

• Battery is incorrectly installed. 

• AC adapter is incorrectly connected. 


31 
30 
154 


Q_ 


Power turns off 
immediately. 


• Battery level is low. 

• Using camera at low temperatures. 


31 




Cannot take photo when 
Shutter release button is 
fully depressed. 


• Mode dial is not set to @a or o@ . 

• CF memory card is not compatible with 
the COOLP 1X995. 

• Card memory is full (delete images). 

• Self- timer is selected. 

• The Red LED is flashing slowly indicating 
that the Speedlight is charging (takes a 
few seconds). 


44 
36 
163 
60 
53 
69 


ting 


Monitor is blank or 
images on the Monitor 
are not clear. 


• Bright sunlight or other high-intensity 
light is falling on the Monitor. Use the 
Viewfinder or move to a location where 
there is less light. 

• The Monitor has become dirty and 
should be cleaned. 


46 
165 


Shoo 


Photos not in focus. 


• The subject is low-contrast or not 
suitable for autofocus systems. Try 
Manual focus. 


81 
82 




The Speed light does not 
fire. 


• The Speedlight is stowed. 

• Int Flash Off setting is "On". 

• Continuous mode, Best Shot Selector 
or Lens mode is selected. 


50 
133 

99, 
102, 
106 




Image color is unnatural. 


• The photo was taken under conditions in 
which white balance could not be 
adjusted. Try Preset White Balance. 


95 
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Problem Checkpoints Page 





Cannot play back 
image. 


• Mode dial is not set to [►]■ 

• The CF memory card does not contain 
picture data. 

• All image data in the memory card are 
deleted or card has been formatted. 


44 
36 
74 
138 
38 


Playback 


Playback image is not 
displayed on TV 
monitor. 


• Camera is not correctly connected to the 
TV set. 

• The TV is not set to the Video input. 

• The camera is connected to the 
antenna/aerial input. 


155 




Image is not displayed 
clearly/image color is 
not correct. 


• The camera is not correctly connected to 
the TV/contact is incorrect (connect 
camera and TV correctly). 

• TV monitor's setting is not correct (refer 
to TV instruction manual). 


155 


Other 


Cannot transmit data to 
computer. 


•The camera is not correctly connected to 
the computer (refer to Nikon View 4 
instruction manual). 


156 
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If the following error messages appear on the Monitor or Control panel, 
please check the possible solutions before ordering repairs or 
requesting service under Warranty. 



Monitor 


Control panel 


Problem 


Solution 


Page 


S 

NO CARD 




i \ 


• CF memory card is not inserted or is 
not correctly inserted. 


• Insert CF memory card correctly. 


36 


1 r*n C A R D IS NOT 
1 1 FORMATTED 






• CF memory card is not formatted for 
COOLPIX995. 


• Select Format on the Monitor and format CF memory card. 

• Use a correctly formatted CF memory card. 


38 
36 


OUT OF MEMORY 




• CF memory card does not have 
sufficient memory/image numbers or 
folder numbers are over limit 


• Delete images and/or reduce number of images 
(transfer the images you want to save to a computer). 

• Insert a new CF memory card. 


77 
138 
156 

36 


TH 1 S CAR D 
CANNOT BE USED 


~L3rd~ 


• An error has occurred when accessing 
CF memory card. 


• Check that the card is compatible with the COOLP 1X995. 

• CF memory card may be physically damaged. Check that there is no 
dirt or foreign matter in the connector. Contact authorized Nikon 
dealer or service center. 


36 
163 


THE FOLDER 
CANNOT BE 
DELETED 






• Folder may contain some hidden or 
protected image file/file incompatible 
with COOLP 1X995. 


• Folder may contain photos taken with camera other than 
COOLPIX995, or image file edited with software. 

• Cancel Protect or Hide Image setting of image file. 


156 

142 
143 
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MESSageS— continued 



Monitor 


Control panel 


Problem 


Solution 


Page 


IMAGE CANNOT 
BE SAVED 






• Overflow of the image number has 
occurred. 

• CF memory card has format 
incompatible with COOLP 1X995. 


• File number is over the camera's limit. Replace card with new one, 
or delete folder or images. 

• Reformat the card for COOLPIX995. 


60 
77 
138 
38 


ALL IMAGES 
ARE HIDDEN 






• Image cannot be displayed because it is 
set to hidden mode. 


• Cancel image's hidden setting with Hide Image menu on 
Playback menu. 


143 


FILE CONTA 1 NS 
NO 1 MAGE DATA 






• Image file cannot be displayed. 


• Photo has been taken with camera other than COOLP IX 995, 990, 
950, 880, 800, 700, 900s and 900, or contains image file edited 
with software. 
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(Err) 


• An internal memory access error, 

internal Qnftwanp <~r?sc;h within thf^ 

II 1 LCI 1 Id 1 _>!_) 1 Lv VQI C I 1 II VVI U II 1 1 U IC 

camera, or focus or Zoom malfunction. 


• Turn the power off and then on again, or reinstall battery. 

If tho pnnr nv<:<:pnp norQiQtQ rnnr^rt an Pit rt~hnri7P»H Miknn Hf^alf^r 

II LI IC CI 1 <Jl II E^3QLJC H SI^LS, t—LJI ILC1L- L d 1 1 CI LI LI ll-M ^OJ 1 M IIVUI 1 UCOIC 

or service center. 


30 
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Specifications 





Digital camera E995 


rrn 


±/ ±.o I 1ILJ 1 rUcI lislLy VJ, LULdl 1 1UI 1 lUfcrl Ul piXfcilb . j. 




1 1 1IIIIUI 1 


Image size (pixel) 


2,048 x 1,536 (FULL) 1,600 x 1,200 (UXGA) 




±,Z£5U X yDU L3AUMJ J.,UZ*+ X /Do \A\3f-K) 




640 x 480 (VGA) 2,048 x 1,360 (3:2) 


Lens 


4x Zoom-Nikkon f=8 - 32mm [35mm (135) format 




equivalent to 38 - 152mmy f/2.6 - 5.1; 10 elements in 8 




groups 


Autofocus 


Contrast-detect TTL AF; Multi-area AF 


Digital zoom 


4. OX 


AF area 


5~area multi-AF and Spot AF available 


Focus mode 


Continuous autofocus/Single autofocus. Infinity and Macro 




dVdlldUlfcr, l v ldllUdl pU ;sLfc!pr> J VVILl 1 lULUb LUI INI 1 I laLIUl 1 




indication available 


ruLUb idiiyt; 


jULI 1 1 \± J. . O II 1. J LU II II II HLy ), i 1 \U. O II 1. ) \dL 1 1 IILlUlfc; Z.UUI 1 1 




position) to infinity (°°) in macro mode, Manual focus 


VlcWIII lUtrl 


r\cdl II T laLjfcr ^UUIII VlcWIII IUcI WILI 1 LCU II KJILaLKJI 1, 




r\ [rw^Yc^v ^tiHii ic1~mon1~' ~~) Yr\ -1-1 yy~t- 1 

unjfJLtri aujuzi Li i itri il. ixj i _L 1 1 1 ■*■ 


Monitor 


1.8-in., 110,000-dot, low-temp, polysilicon TFT LCD; 




Ul ly 1 ILI Ifclzszs dLJJU^LI I Ifcrl IL \Z> Itrvcro/, 1 lUfc; aUJUzaLI 1 lt=l IL V-'--'- 




bLfcipb^, lldlllt: L-UVfcilciyfci. appiUX. / /O 


Storage 


File system: Design rule for Camera File systems, 




Digital Print-Order Format (DPOF) compliant 




Compression:] PEG-baseline-compliant; 




FINE (apprax. 1/4), NORMAL (approx. 1/8), 




RA^IC /annrny 1/1fi\ 




1 1 1 ILUI 1 l|_JI clszsfcXJ . I\ vJ L) 1 IP I f 


Approximate opacity 


Compressed: FINE=10, NORMAL=19, BASIC=37 


n fi mr^ 

\1U 1 v 1 U / 


/annrny wiHn 7 OAR v 1 ^^fi nivp^l npcrnli iHnn/1 RMR 

\OLJLJI UA, | WILI 1 i W^^CJ /\ _L f JU LJ lyvd 1 CjUIULIUI 1/ ±UI V IU 




memory card) 


Z> LUI ay tr 1 i ltrUla 


*_UI 1 ipctl_Ur Idil 1 L-dlU \ I yptr 1/11/ 


Shooting mode 


: Automatic mode 




0@ : User setting mode (White Balance, Metering, Best 




Shot Selector, Saturation Control, Noise Reduction, Image 




Adjustment and Image Sharpening can be set from the 




Shooting menu) 




Custom mode (0§ ):Three groups of User Settings can be 




memorized 
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Capture modes 


Single, Continuous, Multi-shot 16, VGA Sequence, Ultra 




HS, Movie (40 sec. for QVGA-size frames at 15 fps.. 




QuickTime Movie) 


Metering mode 


256-segment Matrix, Center-Weighted, Spot, AF Spot 


Exposure control 


Programmed Auto with Flexible program. Shutter- Priority 




Auto, Aperture- Priority Auto, Manual, Exposure 




Compensation (±2 EV in 1/3 EV steps). Auto- Exposure 




Bracketing 


Exposure range 


-2.2 to +17.0EV (W) (ISO 100 equivalent) 


jnuixer 


Mechanical and charge-coupled electronic shutter; 




1-1/2300 sec. in P mode, 8-1/2000 sec. in S mode, 




8-1/2300 sec. in A mode. 




8-1/2000 sec., 60 second Bulb in M mode 


Aperture 


7-blade iris diaphragm; 10 settings in 1/3 EV steps 


Sensitivity 


ISO 100 equivalent, selectable (Auto, ISO 100, ISO 200, 




ISO 400, ISO 800 equivalent) 


White Balance 


Matrix-Auto White Balance, 5-mode Manual, Preset; White 




Balance Bracketing available 


Self- timer 


10 sec. or 3 sec. duration 


Built-in Speedlight 


uuiue numDer. lkj/jz ±uu, m/TC. ) 




Sync method: automatic sync control 




Flash mode: 4 modes; Auto Flash, Anytime Flash, Slow 




Sync, Red-Eye Reduction 


: — ■ 

Sync terminal 


Sync terminal connects to external Nikon Speedlight 




SB-28/28DX/26/25/24/22/22S through the Multi-Flash 




Bracket Unit SK-E900 (up to 5 flash units when using 




AS-10 and SC- 18/19) 


Auto power- off 


Automatically turns off after 30 seconds (or a duration 




selected from 0.5/1/5/30 min.) after last camera operation 


Playback Menu 


Full-frame playback, Movie, Quick review. Full-screen 




review. Thumbnail (4/9 segments), Slide show. Zoom 




playback (up to 6X); Shooting data display. All shooting 




data display and histogram indication. Focus confirmation 




indication 



Delete function 



Quick delete, delete all frames, delete selected frame(s), 
delete folder, card format; Disable delete available 



Specifications — continued 



Interface 


USB, video output (NTSC/PAL selectable) 


1/ Lfcrl 1 I III Id 1 


\-J\-. II ipUL, V lUtrU UULfJUL, L-*ly ILal Ltrl I 1 111 lal (UjD ), jyl IL 




tormi rial 
Ltrl 1 1 ill lal 


Power requirements 


One Li-ion Rechargeable Battery EN-ELI, or one 6V 




IILillUill UdLLciy ^LnJ/ULZtJ/ \(jpLIUIlal^ 




CALtri I lal |_MJvvt:i jUUI L_tr \o . '-+ v, J. . _>/-\y 


Battery life 


Approx. 110 min. when using the Monitor and one Li-ion 




rxtrt, I lal y trauitr D aLLtri y lim Li L at i iui i i lal Ltrl i lptri dLUi tr 




(20°C/68°F) 


Operating environment 


Temperature: 0°C to 40°C (32°F to 104°F) 




Humidity: under 85% (without condensation) 


Dimensions (WxHxD) 138 x 82 x 40mm/5.4 x 3.2 x 1.6 in. (Grip: 59mm/2.3 in.) 


Weight 


Approx. 390g/13.8 oz. (without battery) 



Supplied accessories Li-ion Rechargeable Battery EN-ELI, Battery Charger, 

USB Cable, Video cable, CompactFlash™ (CF) Memory 
Card, Strap, Lens cap, Instruction manual, Nikon View 4 
CD-ROM (contains Nikon View 4 and bundled software), 
CD-ROM instruction manual for Nikon View 4, "Open Me 
First!" Envelope 

All specifications apply when a fully charged battery is used at normal temperature 
(20°C/68°F). 

Battery life and performance may vary depending on type, operating environment 
and date of manufacture. 



For reference: Number of exposures per battery 





When monitor ON 


Li-ion Rechargeable Battery EN-ELI 


Approx. 220 frames or 110 min. 



* With Zoom, 30% flash firing, in FINE mode at 20°C/68°F 

* Battery power can be saved by turning off the Monitor and using the Viewfinder. 

* Specifications and equipment are subject to change without notice or obligation 
on the part of the manufacturer 
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Auto Power Off 

The COOLP 1X995 Auto Power Off function automatically switches the camera to 
energy-saving mode after a certain period of time after the last camera operation. 

• With Auto Power Off, Control panel and Monitor displays disappear. 

• Those camera settings, that were set before Auto Power Off was activated 
remain in camera memory. 

• Do not store the camera while it is in Auto Power Off mode. If the Shutter release 
button is pressed in Auto Power Off mode, the mode will be canceled. 



Activating Auto Power Off 





In Shooting &O r 0§ mode 


In Playback [►] mode 


Control panel/ 
Monitor 


During video 
output 1 


Control panel/ 
Monitor 


During video 
output* 1 


WithEN-ELl, 2CR5/DL245 


Automatically 
turns off after 
selected time 
(0.5/1/5/30 min.) 
when other 
camera controls 
are not operated 
(Shooting menu 
will disappear after 
3 min.)*2 


Automatically turns 
Video output off 
after selected time 
(0.5/1/5/30 min.) 
when other camera 
controls are not 
operated (Shooting 
menu will 
disappear after 3 
min.) 


Automatically 
turns off after 
selected time 
(0.5/1/5/30 min.) 
when other 
camera controls 
are not operated 
(Playback menu 
will disappear after 
3 min.)*2 


Automatically turns 
Video output off 
after selected time 
(0.5/1/5/30 min.) 
when other camera 
controls are not 
operated (Playback 
menu will 
disappear after 3 
min.) 


With AC adapter 


Automatically 
turns off after 30 
min. when other 
camera controls 
are not operated 


Continues to 
output even after 
30 min. when other 
camera controls 
are not operated 
(only Monitor 
display 
disappears)* 3 


Automatically 
turns off after 30 
min. when other 
camera controls 
are not operated 


Continues to 
output even after 
30 min. when other 
camera controls 
are not operated 
(only Monitor 
display 
disappears)* 3 



*1 About Video output, see p. 155. 

*2 Default setting is 30 seconds. 

*3 Press the MONITOR button to turn on the Monitor 



Canceling Auto Power Off 

Lightly pressing the Shutter release button or MONITOR button will cancel Auto 
Power Off. Displays on the Control panel and the Monitor will reappear. Camera 
settings made before the Auto Power Off mode will be reactivated. 
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3 : 2 size P. 59, 60 

0O Shooting mode P. 44, 45 

G§ Shooting mode P. 44 

H Playback mode P. 44 

AF/AE Lock P. 80 

Anytime Flash P. 70 

Aperture- Priority Exposure mode P. 66, 110 

Auto (White Balance) P. 95 

Auto Bracketing P. 115 

Auto Flash mode P. 70 

Autofocus mode P. 61 

Auto-Focus Mode P. 112 

Autofocus Target Area (AF Area mode) P. 62, 111 

Auto Off P. 127, 150 

Auto Power Off P. 127, 150, 175 

AUTO Sensitivity P. 72 

Auto Transfer P. 146 

BASIC mode P. 58, 60 

Best Shot Selector P. 102 

Black-and-White P. 105 

Brightness P. 125, 150 

Built-in Speedlight P. 20, 50 

Built-in Speedlight Flash Cancel P. 133 

Center- Weighted metering P. 97 

Cloudy (White Balance) P. 95 

CompactFlash™ memory card P. 36, 38, 163 

Continuous AF P. 62, 112 

Continuous P. 99 

Contrast P. 104 

Controls P. 130 

Controls > Memorize P. 130 

Date/Time setting p. 34, 129, 151 

DCF (Design rule for Camera File System) P. 158 

Delete P. 138 

Delete (Full-frame playback mode) P. 55, 77 

Delete (Thumbnail Playback mode) P. 78 

Delete all images P. 139 

Delete selected image(s) P. 138 

Digital zoom P. 63, 132 

Disable Delete P. 135 

Display mode P. 125 

Distance Units P. 113 

DPOF (Digital Print Order Format) P. 145 



Exposure Compensation P. 71, 109 

Exposure Lock P. 109 

Exposure mode P. 64, 110 

Exposure Options P. 109 

Fine (White Balance) P. 95 

FINE mode P. 58, 60 

Fisheye converter P. 106, 162 

Fixed Aperture P. 132 

Flash mode P. 69, 133 

Flexible Program P. 65 

Fluorescent (White Balance) P. 95 

Focus Confirmation display P. 89, 112 

Focus mode P. 61 

Focus Options P. Ill 

Folders setting P. 122, 140 

Folders > Options >New P. 122 

Folders > Options > Rename P. 123 

Folders > Options > Delete P. 124 

Formatting CF memory card 38, 129, 151 

Full-frame playback mode P. 54, 74, 88 

FULL mode P. 59, 60 

Full-Screen Review mode P. 51, 87 

FUNC. 1 P. 14, 130 

FUNC. 2 P. 14, 131 

Green LED P. 16, 20, 48 

Hide Image P. 143 

HI mode P. 58, 60 

Histogram display P. 89 

Holding the image on the display P. 85 

Hue P. 126, 150 

Image Adjustment P. 104 

Image file name P. 128, 160 

Image Quality P. 58 

Image Sharpening P. 114 

Image Size P. 59 

Incandescent (White Balance) P. 95 

Infinity mode P. 61 

info.txt P. 134, 160 

Interval setting P. 141 



Index — continued 

L Language p. 32, 135, 152 
Lens converter P. 106 

Long time exposure P. 68 

M Macro Close-up mode P. 61 
Manual Exposure mode P. 67, 110 

Manual Focus P. 81 

Matrix Metering P. 97 

Metering method P. 97 

Multi-shot 16 P. 99 

Monitor button P. 16, 46 

Monitor Options P. 125, 150 

MOV P. 83, 160 

Movie P. 83, 99 

N Noise Reduction P. 117 
NORMAL mode P. 58, 60 

NTSC P. 135, 151 

Number of remaining shots P. 60 

T> PAL P. 135, 151 

*■ Playback SET-UP P. 27, 148 

Playback menu P. 26, 136 

Playback mode P. 44, 54, 74 

Preset White Balance P. 96 

Print Set (DPOF) P. 144 

Programmed Auto Exposure mode P. 65, 110 

Protect P. 142 

Q Quick Delete P. 85 
Quick Review mode P. 51, 86 

QVGA P. 83, 99 

R Red-Eye Reduction P. 70 
Red-Eye Reduction lamp P. 14, 70 

Red LED P. 16, 20, 48 

Reset All P. 118 

Reset Trns/Print P. 139 
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Saturation Control P. 105 

Self-timer P. 53, 61 

Sensitivity P. 72 

Sensitivity setting P. 72 

Seq. Numbers P. 128 

Shooting SET-UP P. 24, 120-135 

Shooting menu P. 22, 92 

Shooting mode P. 44 

Shot confirm lamp P. 134 

Shutter- Priority Exposure mode P. 66, 110 

Shutter Sound P. 127, 150 

Single AF P. 62, 112 

Single shooting P. 99 

Slide show P. 140 

Slow Sync Flash P. 70 

Speedlight (White Balance) P. 95 

Spot AF Area P. 98 

Spot metering P. 97 

Swivel Lock P. 106 

SXGA P. 59, 60 

Telephoto converter P. 106, 162 

Thumbnail mode P. 55, 76 

TIFF P. 160 

Ultra HS shooting P. 99 

USB P. 157 

User Settings P. 108 

Variable Power (Speedlight Options) P. 133 

VGA Sequence shooting P. 99 

VGA size P. 59, 60 

Video Mode P. 135, 151 

White Balance P. 95 

White Balance Bracketing P. 116 

Wide-angle converter P. 106, 162 

XGA size P. 59, 60 

Zoom P. 47, 54, 132 

Zooming in P. 75 

Zoom Options > Startup Position P. 132 



No reproduction in any form of this manual, in 
whole or in part (except for brief quotation in 
critical articles or reviews), may be made without 
written authorisation from NIKON CORPORATION. 
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